CONCRETE ADAPTER WITH INTEGRAL GASKET
(REMARO ADAPTER OR EQUAL)

ANY APPROVED PIPE

Encw s

MANHOLE OR
VAULT WALL

GASKET

ASBESTOS CEMENT OR
CONCRETE ADAPTER

PVC SAND COLLAR

(SEE NOTE 4)

MANHOLE OR
VAULT WALL

CORED HOLE IN
MANHOLE WALL

STAINLESS STEEL BAND

GRAVITY PIPE

COMPRESSION RIDGES

NEOPRENE BOOT
(SEE NOTE 2)

GROUT TO MATCH
INVERT OF PIPE

FLEXIBLE SEAL ADAPTER

MANHOLE OR
VAULT WALL —

CORED HOLE IN
MANHOLE WALL

MANHOLE OR
VAULT WALL

STEEL OR IRON PIPE SLEEVE
OR CONCRETE COREHOLE

"LINK—SEAL” OR
APPROVED EQUAL

\NON—SHRINK

GROUT

"LIN K—SEAL” ADAPTER

MANHOLE OR

VAULT WALL \

CORED HOLE IN
MANHOLE WALL

STAINLESS STEEL BAND HDPE FLANGE

T

HDPE
FORCEMAIN

LENGTH
N (SEE NOTE 5)

HDPE WELD OR
FUSION COUPLER

COMPRESSION RIDGES

NEOPRENE BOOT

(SEE NOTE 2) GROUT TO MATCH

INVERT OF PIPE

HDPE FORCEMAN CONNECTION

NEOPRENE BOOT
(SEE NOTE 2)

GROUT LEVEL

GROUT DETAIL

NOTES

. ALL MANHOLE CONNECTIONS SHALL BE 100% WATERTIGHT.

. ALL PIPE SHALL EXTEND 2" INTO MANHOLE.

. NEOPRENE BOOT ON THE FLEXIBLE SEAL ADAPTER SHALL BE A MINIMUM OF 3/8” THICK PER ASTM C—443, AND
SHALL BE HELD IN PLACE WITH AN INTERNAL EXPANDING BAND SUCH AS "KOR—N-SEAL” OR APPROVED EQUAL.

. HDPE FLANGE SHALL BE WELDED TO A SECTION OF PIPE AND INSERTED THROUGH THE FLEXIBLE SEAL FROM THE
INSIDE OF THE MANHOLE. THE LENGTH OF HDPE REQUIRED TO BE DETERMINED BY THE INSTALLER.

1
2
3
4. PVC SAND COLLAR NOT ALLOWED IN AREAS OF A HIGH WATER TABLE.
5
6

. ROMAC HDPE PIPE STIFFINER OR APPROVED EQUAL MAY BE REQUIRED FOR HDPE GRAVITY MAIN INSTALLATIONS.

VERIFY WITH THE ENGINEER PRIOR TO INSTALLATION.
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