1—#8 BOTTOM AND
1—#4 TOP TYP 6
PLACES

HATCH HINGE (TYP)

HATCH WITH 36" x 60"
CLEAR OPENING LW

24" MANHOLE COVER &
FRAME (SEE STD. 206)

PRODUCTS HD—1 (B) OR
EQUAL.

SLAB MAIN
REINFORCEMENTS,
TYP TWO PLACES
(SEE NOTE 1)

SPLIT BETWEEN DOORS

2EA HATCH DOORS WITH
SAFETY GRATE BELOW (TYP)

HATCH HINGE (TYP)

2—#6 HOOPS TYP. TOP AND

BOTTOM (LAP MIN 247)

WETWELL SLAB

TREAD (TYP)

2—#6 DIAG BOTTOM AND
2—#4 DIAG TOP, TYP 6

PLAN VIEW PLACES.
LIRS
i ‘0‘0,0‘0,0‘0‘0
8" CONCRETE 99, 9.9 8” CONCRETE
SLAB z‘z’QQQz‘z‘ SLAB
RLHRLKR) 12
l CGH MIN —= *l

%

96"

—— H-20
SEE NOTE 3

NOTES:

13"

WETWELL SLAB
ELEVATION VIEW

1. SLAB SHALL BE REINFORCED WITH #6 @5" BOTTOM AND #4 @7" TOP. PROVIDE A MINIMUM
OF #4 ©12" TOP AND BOTTOM PERPENDICULAR TO MAIN REINFORCEMENT.

2. REINFORCING COVER SHALL BE 2—INCHES CLEAR AT TOP AND BOTTOM SURFACES.

3. LID TO BE H—20 LOADING PER MANHOLE MANUFACTURER.

SCALE: vz |PATE: CITY AND BOROUGH OF JUNEAU, ALASKA
DRAWN BY CHECK;{:?BQ'OO PUMP STATION
STAFF JB/STAFF DETAILS

APPROVED BY: »\KWW
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