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NOTES: PUMP CONTROL
PANEL ’
1. LABEL METER DISCONNECT, PORTABLE HINGES (TYP)~ —
GENSET CIRCUIT BREAKER, AND PORTABLE 1” EXTERIOR RIGID é
GENSET TRANSFER SWITCH WITH ENGRAVED INSULATION ON [/4]
PHENOLIC LABELS WITH 1" TALL CAPITAL TOP AND SIDES |/}
LETTERS.
2. PROVIDE 1/4” GALVANIZED MILD STEEL ON |
BOTH SIDES AND TOP OF THE A al EADLOCK LOCATION 1
METER /DISCONNECT, TRANSFER SWITCH, AND 3 [
THE GENSET CIRCUIT BREAKER AS SHOWN,
SO THAT THE METAL EXTEND 6" BEYOND ?
THE END OF THE GENSET RECEPTACLE. SUPPORT STRAP—/]
3. PROVIDE PUMP CONTROL PANEL PROTECTION
WITH LOCKING DOOR CONSTRUCTED FROM ,
1/4” GALVANIZED MILD STEEL PLATE AS
SHOWN.
4. SECURE 6" X 6" RUBBER PAD TO EXTERIOR ﬂﬁ . g
FRONT DOOR WITH GALVANIZED HARDWARE, ;ﬁELGSIEX'TEMILD Z

MOUNT OVER THE PADLOCK. 1/2" (TYP)~f— X+ STEEL PLATE
FRONT SECTION X=X
CABINET SHIELD
PADLOCK LOCATION. DRILL (2) 1/2" DIA HOLES. (1) IN THE
EXTERIOR SIDE STEEL PLATE, (1) IN THE EXTERIOR LOUVERED
T’?u DOOR. DRILL HOLES AT 48" ABOVE FINISHED GRADE.
FASTEN INSULATION TO OUTER DOOR
SECTION Y-Y
DETAIL — CABINET SHIELDS
NTS
SCALE: NTS DATE: 1/18,/00 CITY AND BOROUGH OF JUNEAU, ALASKA
oD oY PUMP STATION
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