MIN 1" D=1 SHOULDER
AROUND ACCESS PAD
(SEE NOTE 4)

ASPHALT OR

CONCRETE PAD -

GUARD POST
(SEE STD 404)\

DRAINAGE CULVERT
18" MINIMUM DIA

NOMINAL 2:1 SLOPES FROM
EDGE OF SHOULDER

VALVE BOX (SEE STD 403)
ALTERNATIVE LOCATION SHOWN

HEADWALL REQUIRED l
(SEE STANDARD 104B) 6 MIN
1 1

SHOULDER OF UNPAVED ROAD
OR EDGE OF PAVEMENT

ﬁl\ Lo

PLAN VIEW

/I/_

3_g"

1" TYPICAL
SHOULDER OF UNPAVED ROAD OR MIN I—_(SEE NOTE 4)
EDGE OF EXISTING PAVEMENT 2% MIN 45
2 % MAX HEADWALL REQUIRED 2" MIN, 3" MAX BETWEEN
\/ e »TZ.VSLOPE.SSEE NOTE 1)— (SEE STANDARD 104B) © FLANGE AND ASPHALT P;D/ \\//\\/\,
X, = O D TR T — e Yo e Y /\\//\ N
S I Ry ORI 22
M ZIINCNINN NS LK A
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NOTES:
1. FROM EDGE OF ROAD TO DITCH LINE, SLOPE SURFACE OF HYDRANT PAD TO MATCH EXTENSION OF ROADWAY CROWN.
2. SEED SIDE SLOPES IN ACCORDANCE WITH SECTION 02710.
3. NFS BACKFILL AND D—1 IN PAD SHALL CONFORM WITH MATERIALS AND COMPACTION REQUIREMENTS OF STANDARD 102A.
4. EXTEND LAYER OF D—1 TO EDGE OF PAD SHOULDER MINIMUM 1 FOOT.
5. 1 FOOT MINIMUM OFFSET FROM EDGE OF PAVEMENT TO TOP OR TOE OF SLOPE.
6. NO HEADWALLS ARE TO BE CONSTRUCTED WITHIN THE ADOT RIGHT—OF—WAY UNLESS APPROVED BY THE ENGINEER.
7. MINIMUM 2" AC PAVEMENT OR 4" CONCRETE REQUIRED ON ALL HYDRANT PADS.
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