EJW 5-1/4" ;
DROP LID COVER

(SEE NOTE 9)

) (r‘_ OPERATING NUT AND
- VALVE BOX

VALVE BOX TO BE RAISED TO
3/8” BELOW PAVEMENT WITH
TAPER. (SEE NOTE 6 & 7)

AC PAVEMENT

TOP SECTION SHALL BE AN EJIW 8555 SLIDE
26T, 16T, 10T, OR APPROVED EQUAL

BOTTOM SECTION TO BE SAWED OFF (IF NECESSARY)
TO PROVIDE A MINIMUM CLEARANCE OF 2" BELOW
THE BOTTOM OF THE DROP LID COVER

VALVE BOX TO BE PERPENDICULAR TO THE
WATER PIPE AND ALIGNED WITH VALVE AXIS 5 MINIMUM BURIAL
UNLESS DIRECTED BY THE

ENGINEER. (SEE NOTE 4)
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BASE SECTION SHALL BE AN EJIW |
8555 30—-B SLIDE VALVE BOX BOTTOM E : E

SECTION OR APPROVED EQUAL I

|

|

|

|

|

VALVE SHALL BE IRON BODY, NON—RISING BRONZE

STEM, RESILIENT WEDGE TYPE. VALVE SHALL BE

MUELLER, CLOW, KENNEDY, OR M&H AND SHALL
MEET ALL REQUIREMENTS OF AWWA C509

CONTINUITY STRAPS REQUIRED
" / ON 6" OR SMALLER DIP

O
9 WATER PIPE— — — X — — — — —  — o — e — e — o —  — . —114

I
RESTRAINED JOINT_/
NOTES: (MEGALUG TYP) ﬁ:_ OPERATING NUT
A VALVE IS REQUIRED FOR EVERY 500’ OF STRAIGHT MAINLINE OR AS DIRECTED BY THE ENGINEER.
. A MINIMUM OF 2 VALVES ARE REQUIRED AT ALL TEES IN A MAINLINE. A MINIMUM OF 3 VALVES ARE REQUIRED AT ALL 4—WAY CROSSES
IN A MAINLINE. TEES AND CROSSES THAT FEED SERVICES AND FIRE HYDRANTS ARE PLACED AS DIRECTED BY THE ENGINEER.

1.
2
3. MAINLINE VALVES REQUIRE THRUST BLOCKS AT THE DIRECTION OF THE ENGINEER.

4. IF WATER MAIN IS MORE THAN 6’ DEEP, USE 4" ID CAST IRON SOIL PIPE WITH TOP SECTION EJIW 8555 SLIDE(26T,16T OR 10T)VALVE BOX.
5

6

. THIS DETAIL APPLIES TO ALL MAINLINE VALVES AND ALL WATER VALVES 4" IN DIAMETER OR GREATER.

. VALVE BOXES ARE TO BE RAISED DURING PAVING OPERATIONS A MINIMUM OF 3/8", MAXIMUM OF 5/8" BELOW FINISHED PAVEMENT. VALVE
BOXES THAT DO NOT MEET GRADE SPECIFICATIONS SHALL BE SAWCUT, RAISED TO GRADE AND RESURFACED PER STANDARD DETAIL 126 —
CONCRETE COLLAR.

7. VALVE BOXES WITHIN GRAVEL ROADWAYS ARE TO BE SET 6" TO 8" BELOW FINISHED GRADE.
8. NO MORE THAN 1 VALVE BOX PAVING RISER IS ALLOWED PER VALVE.
9. VALVE BOX COVER SHALL BE 5-1/4" DROP LID TYPE WITH 1" RAISED LETTERING (RECESSED FLUSH) AND 2 CLOSED PICKHOLES.
SCALE: DATE: CITY AND BOROUGH OF JUNEAU, ALASKA
NTS 9/8/98
DRAWN BY: CHECKED BY: MAINLINE VALVE
TAD STAFF
APPROVED BY: -
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