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Presented by: The Manager
Presented:  08/18/2025
Drafted by: Law Department

ORDINANCE OF THE CITY AND BOROUGH OF JUNEAU, ALASKA
Serial No. 2025-26

An Ordinance Amending Title 19 Building Regulations.

BE IT ENACTED BY THE ASSEMBLY OF THE CITY AND BOROUGH OF JUNEAU, ALASKA:

Section 1. Classification. This ordinance is of a general and permanent nature and
shall become a part of the City and Borough of Juneau Municipal Code.

Section 2. Amendment of Title. CBJC Title 19, Building regulations, is amended
to read:
TITLE 19 BUILDING REGULATIONS
Chapter 19.01 ADMINISTRATIVE CODE
19.01.101.1 Building codes administrative code—Title.

This chapter shall be known as the "Juneau building esdes administrative code."

Fekek
19.01.102.7 Additions, alterations, repairs and maintenance.

For requirements for additions, alterations, repairs or maintenance of buildings, structures
and building service equipment, refer to the IEBC, to the appropriate administrative sections
of the referenced technical codes and to Chapter-34-ofthe IBC-or Appendix Chapter JBO of the
IRC.

For temporary buildings and structures see section 19.01.107.1.
fekek
19.01.106.1 Submittal documents.

Two A sets of either digital or physical plans, specifications, engineering calculations,

diagrams, soil investigation reports, special inspection programs, structural observation
programs and other relevant data shall be submitted with each application for a permit. When

such plans are not prepared by an architect or engineer, the building official may require any
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applicant submitting such plans or other data to demonstrate that state law does not require
that the plans be prepared by a licensed architect or engineer. Plans and specifications for all
occupancies, except one- and two-family dwellings, townhomes and for Group R occupancies
having three or fewer dwelling units and Group U occupancies, shall be prepared, stamped and
signed by an engineer or architect licensed by the state to practice in the appropriate discipline.
When special conditions exist, the building official may require plans and specifications for all
or portions of the exempted occupancies to be similarly prepared and designed by an engineer
or architect licensed by the state to practice as such, even if not required by state law.
Exceptions:

1. On renovation work and, when not used for human habitation, minor additions
and small structures, the building official may waive the requirement for plans
and other data and/or for production of plans by a licensed architect or engineer
if the building official determines that the work to be done is minor and will have
little or no effect on structural integrity or safety and that reviewing of
construction documents is not necessary to obtain compliance with this title.

2. The City and Borough brochure entitled "Standard CBJ Foundations" dated July
1, 2005, and maintained in the office of the building official may be used in lieu of
individual foundation design for all foundations which are within the scope of the
requirements of the brochure.

19.01.106.2 Site plan.

A site plan, drawn in accordance with a boundary line survey, shall be included with permit

application construction documents. The site plan will show the size and location of new and

existing structures, distances from lot lines, established street grades, and proposed finished

grades. A demolition site plan shall show remaining structures as well as structures to be

demolished. The building official is authorized to waive or modify the requirement for a site

plan when the application for permit is for alteration or repair, or when otherwise warranted.

Failure to certify nonconforming conditions before demolition will result in the forfeit of
nonconforming rights [49.30.215(c)]. The-construction-documents-submitted-with-the
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19.01.115.5 Restoration.

A structure or equipment determined to be unsafe by the building official is permitted to be
restored to a safe condition. To the extent that repairs, alterations or additions are made or a
change of occupancy occurs during the restoration of the structure, such repairs, alterations,
additions or change of occupancy shall comply with the requirements of section 19.01.101.4.3,
IBCChapter34 EBC or IRC Appendix 4BO, as appropriate.

Sk
19.01.119 Adoption of new international, national and uniform codes; procedures.

Upon the publication of new or updated versions of the international, national and uniform
codes adopted under this title, the building code-advisoryecommitteewith-the-assistaneeof the
building official and the fire chief, shall review the new codes and proposed changes. It is the

policy of the assembly to adopt international, national and uniform codes under this title with a

minimum of changes. Changes proposed should be justified primarily on the basis of conditions

in the City and Borough that require additional consideration. Priorto-proposing-adeoption-of

changes-—Afterthe hearing, Tthe manager shall present an ordinance for the adoption of the
new code and changes recommended by-thebuilding code-advisorycommittee-The building

fekek
19.01.202 Definitions.

Unless a different meaning is clearly intended, the following words and phrases shall have
the meanings ascribed below whenever used in this title and shall supersede definitions of such

words or phrases set forth in any technical code adopted under this title:
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ADA-SADAG means Americans with Disabilities Act Aeeessibility-Guidelinesfor Building
and-Faeilities Standards for Accessible Design, published July1,3996 September 15, 2010 but
eluding Ol

Kk

Chapter 19.02 BOARD-OF APPEALS

19.02.010.2 Appeals.
Appeals shall be conducted in accordance with the adopted rules of procedure and must be

filed within ten working days 20-days after the day the decision, notice or order was served.

service-of notice-and-order-of the building offieial: Appeals will be heard by a hearing officer

under CBJC 01.50.270.
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(Serial No. 2009-16(b), § 2, 9-21-2009; Ord. No. 2012-34, § 2, 8-27-2012)
19.02.010.3 Limitations of authority.

An application for appeal shall be based on a claim that the true intent of the building codes
or the rules legally adopted thereunder have been incorrectly interpreted, the provisions of
these codes do not fully apply, or an equally good or better form of construction is proposed. The

hearing officers board-of-appeals-shall not be empowered to waive requirements of the building

codes.

All variance requests to IRC 323-33threugh-323-3-56306 and IBC 1612 shall be heard by the
Planning Commission, under procedures established per 49.70.410.

(Serial No. 2009-16(b), § 2, 9-21-2009; Serial No. 2021-19, § 11, 8-2-2021, eff. 9-1-2021)
KXk

Chapter 19.03 BUILDING CODE

19.03.010 International Building Code (IBC) adopted.

For the purpose of regulating the erection, site construction, enlargement, alteration,
repair, removal, demolition, conversion, occupancy, equipment, use, height, area and
maintenance of all buildings and structures or portions thereof in the City and Borough, there
is adopted by reference, as the building code of the City and Borough, that certain compilation
of rules and regulations prepared by the International Code Council, a nationally recognized
technical trade organization, which compilation is entitled "International Building Code, 2012
2024 Edition," (IBC) and one copy which has been filed in the office of the municipal clerk of
the City and Borough, or places designated by the municipal clerk for public use, inspection
and examination, and which compilation is made a part of this chapter as if fully set forth in
this section, subject only to the enumerated additions, deletions and changes in this chapter.
Kk
19.03.100 Administration.

Delete IBC Chapter 1, Administration, except as referred to elsewhere in this code.
ke
19.03.202 Definitions.

Add or modify the following definitions:
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"Bed Bread and Breakfast means an owner-occupied dwelling with not more than one
dwelling unit and not more than five guest rooms used for lodging for compensation on a
transient basis."

"Buitdingexisting Existing building is a building that:
(A) was erected before December 5, 1956; or

B) was erected before June 5, 2017, and complies with the building code
regulations in effect at the time of construction." (SFM)

“Grade Plane means a reference plane representing the average of finished ground level
adjoining the building at exterior walls. Where the finished ground level slopes away
from the exterior walls, the reference plane shall be established by the lowest points
within the area between the building and the lot line, or where the lot line is more than
six feet from the building, between the building and a point six feet from the building.
When fill or other construction is placed above the original ground level of a site, that
fill or other construction shall not be considered in determining the grade plane of the
building unless that fill extends at least 20 feet from the wall with no more than a
uniform slope of two percent when either of the following two conditions exist:

1. The fill or construction is adjacent to an exterior wall of a building or

2. The fill was placed within the last five years and is excavated so that

exterior walls are constructed below the finished grade of the fill."

“ICC Electrical Code shall mean appropriate corresponding references in the National
Electrical Code adopted at CBJC 19.08.010."
“International Plumbing Code shall mean appropriate corresponding references in the
Uniform Plumbing Code adopted at CBJC 19.06.010."
“International Private Sewage Disposal Code is not adopted by CBdJ. The State of Alaska
Department of Environmental Conservation regulates on-site sewage disposal.”

“Mechanical ventilation is a system that delivers tempered or controlled supply air to a

space using air handling equipment. See AIR, SUPPLY in the International Mechanical
Code."
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“Value or Valuation” of a building shall be the estimated cost to replace the building or
structure in kind, based on current replacement costs including all fixed equipment,
fixtures and finishes and including a value for contractor's overhead and profit as
determined in section 19.01.108, Fees."

Modify the following definitions by replacing the word "market value" with "City and

Borough of Juneau assessed value or 50 percent of appraised market value, supplied by owner

or applicant,":
"SUBSTANTIAL DAMAGE”

“SUBSTANTIAL IMPROVEMENT"
And delete item 2 under the definition of "SUBSTANTIAL IMPROVEMENT."
(Serial No. 2009-16(b), § 2, 9-21-2009; Serial No. 2014-19(c), § 3, 7-30-2014, eff. 7-31-2014;
Serial No. 2017-01, §§ 6, 7, 6-5-2017, eff. 7-6-2017)

19.03.304.5 Detentions in a Group B occupancy.

Add a new section to read:

“304.5 Detentions in s Group B occupancy. Detentions in a Group B occupancy, as a

minimum, shall comply with IBC 1010.2.1 as amended and IFC Sections 805.3,
907.2.11.2. 907.2.11.5, 907.2.11.6, 1103.8, and 1104.7.3.” (SFM)

Kk

19.03.305.2.4 Family child care homes.
Add a new section to read:

"Section 305.2.4 Family child care homes. Family child care homes occupied as their
primary residence (Group R-3) operating between the hours of 6:00 a.m. and 10:00 p.m.
may accommodate a total of 12 children of any age without conforming to the
requirements of this regulation for Group E occupancy, except for fire extinguishers as
required by Section 906, smoke alarms as required by Section 907.2.11.2, carbon
monoxide alarms as required by Section 908, means of egress requirements of Section

1003, and emergency escape and rescue openings, as required by section 1031, in

napping or sleeping rooms, and fire extinguisher requirements as described in the
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International Fire Code, including children related to the staff. All stories that are not at
grade plane shall have access to two exits." (SFM)

19.03.305.4 Combination shops.

Add a new section to read:

3

‘305.4 Combination shops. Shop classrooms that combine wood working with any other

fabrication using flame or causing spark shall be considered an F-1 occupancy and must

be separated from the E occupancy in accordance with Table 705.5 [602].”(SFM)
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19.03.425 42 Special security requirements for elevated buildings.

Add a new section to read as follows:
"429.1 All elevated buildings with the lower floor level above grade and open on the
sides must be fenced around the building exterior or have skirting below the exterior
walls to prevent unauthorized access, if the building is higher than two foot to the

underside of floor framing.

Exceptions:
1. Normally unoccupied buildings;
2. Buildings with F, H, S, and U occupancies."
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3.

All occupancies within an industrial area that is secured and there is no public

access. (SFM)
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19.03.501.23 General building heights and areas; location on property.
Add a new section to read as follows:
"501.32 Location on property. Buildings must adjoin or have access to a permanent
public way or yard on not less than one side. Required yards must be permanently

maintained." (SFM)

19.03.Table 509.1 Incidental uses.
Revise by changing the wording in the first block under the left column to read:
"Furnace or boiler rooms in Group E, I and R-1, R-2 and R-4 occupancies regardless of
Btu input, and furnace rooms of all other occupancies where the largest piece of fuel

fired equipment is over 400,000 Btu per hour input." (SFM partial)
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19.03.706.6 Fire walls; vertical continuity.

Add a paragraph before the exemptions to read:

“If buildings are on pilings, the first floor is above ground, and the area below is

completely open to the outside (not affected by skirting), a fire wall may terminate at

the first floor level if it complies with the following:

1. The wall must terminate on a structural support that extends completely the
length of the wall.

2. The structural support must rest upon and be completely supported by pilings.

3. The rest of the fire wall must comply with IBC Section 706.

4. If there is concealed space between the structural supports that are directly
supported by piles, the concealed space must have the same fire wall protection
rating for the depth of the concealed space.”(SFM)

19.03.708.4.3 Fire partitions; continuity; fireblocks and draftstops in

combustible construction.

Add a new sentence at the end of exception 4 to read:

“Adequate cross ventilation must be provided in accordance with Section

1202.2.1.”(SFM)
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19.03.903.2.3 Automatic sprinkler systems; Group E.
Delete and add the following:

"Group E. An automatic sprinkler system must be provided throughout all buildings

with Group E occupancies. An-autematicsprinkler system must-also-beprovidedfor

portion-of eduecational buildines below-the level of € diseharge: The use of a

firewall or barrier does not establish a separate building or fire area for purposes of this

section.

As determined by the fire official, an automatic fire-extinguishing system approved

under Section 904 shall be installed in a Group E occupancy in accordance with Section

903.2.3 whenever alterations or additions are made to an existing structure containing a

Group E occupancy.

Exception. Buildings with Group E occupancies having an occupant load of 49 or fewer.

An automatic sprinkler system must also be provided for every portion of educational
buildings.

Day care uses that are licensed to care for more than five persons between the hours of

10:00 p.m. and 6:00 a.m. must be equipped with an automatic sprinkler system designed

and installed as described in Section 19.03.903.3.1.3 or an equivalent system approved

by the Building Official." (SFM)
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19.03.903.2.8.34 Automatic sprinkler systems; Group R-1.

Add a new subsection as follows:
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Health clinics with transient quarters may utilize a 13D sprinkler system throughout

the building: a fire barrier can be utilized to separate the building and utilize a 13R. In

addition, a rental cabin with potable water with stays less than 30 days will be

considered R-1 and will be required to follow this section.

19.10.903.2.8.45 Automatic sprinkler systems; Group R-2.

A new subsection as follows:

An automatic sprinkler system or a residential sprinkler system installed in accordance
with Section 903.3.1.2 must be provided throughout all buildings with a Group R-2 fire

area that are more than two stories in height. including basements, or that have more

than four dwelling units or 16 sleeping rooms.";
(Serial No. 2014-19(c), § 10, 7-30-2014, eff. 7-31-2014; Serial No. 2017-01, § 18, 6-5-2017, eff. 7-

6-2017)

Kk

19.03.903.3.1.1.4 Automatic sprinkler systems; inspectors test valve.

Add the following subsection:

903.3.1.1.4 Inspectors Test Valve. A test valve will be installed at the remote area in

both dry and wet systems to equal the required flow of one sprinkler head. In locations

that use floor control valves, the inspector test valve may be collocated where it can be

installed to the exterior or to an interior drain".
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19.03.907.2.1 Fire alarm and detection systems; Group A.

Add to first paragraph:

"A manual fire alarm system shall be installed in Group A-2 occupancies with an

occupant load of 100 or more."
(Serial No. 2014-19(c). § 10, 7-30-2014, eff. 7-31-2014)
19.03.907.2.2 Group B.

Revise by deleting the Exception.
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(Serial No. 2014-19(c). § 10, 7-30-2014, eff. 7-31-2014)

19.03.907.2.3 Fire alarm and detection systems; Group E.

Revise exception 1 by replacing “50” with “49”.

Add a second paragraph after the exceptions to read asfellows:

"Rooms used for sleeping or napping purposes within a day care use of a Group E

occupancy must be provided with smoke alarms that comply with the requirements of

section 907.2.11.2." (SFM)
19.03.907.2.4 Group F.

Revise by deleting the Exception.
(Serial No. 2014-19(c), § 10, 7-30-2014, eff. 7-31-2014)
19.03.907.2.6.1 Group I-1.

Revise by deleting Exception 1.
(Serial No. 2014-19(c), § 10, 7-30-2014, eff. 7-31-2014)
19.03.907.2.7 Group M.

Revise by deleting Exception 2.
(Serial No. 2014-19(c), § 10, 7-30-2014, eff. 7-31-2014)
19.03.907.2.8.1 Group R-1; Manual fire alarm systems.

Revise by deleting Exception
(Serial No. 2014-19(c), § 10, 7-30-2014, eff. 7-31-2014)
19.10.907.2.9.1 Group R-2; Manual fire alarm systems.

Revise by deleting Exception 2.
(Serial No. 2014-19(c), § 10, 7-30-2014, eff. 7-31-2014)
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19.03.907.2.11.3 5 Fire alarm and detection systems; interconnection.
Add a new paragraph to read:
"If more than 12 smoke alarms are interconnected the interconnecting means must be
supervised in accordance with NFPA 72."

(Serial No. 2017-01, § 5, 6-5-2017, eff. 7-6-2017)

19.03.910.1 Smoke and heat vents; general.
Revise by deleting Exception 2.Delete-the-second-exeeption—{(SEM)

(Serial No. 2009-16(b), § 2, 9-21-2009)
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19.03.Table 1006.2.1 Spaces with one exit or exit access doorway

Add footnote reference superscript “h” after “R-2” in the “occupancy” column, footnote “h” to

read:

“R-2 buildings without automatic sprinkler system will have a 75 feet maximum

common path of egress travel distance.”(SFM)

19.03.Table 1006.3.4(1) Stories and occupiable roofs with one exit or access to one

exit for R-2 occupancies.

Add footnote reference superscript “d” after “R-2” in the “occupancy” column, footnote “d” to

read:

“R-2 buildings without automatic sprinkler system will have a 75 feet maximum

common path of egress travel distance.”(SFM)
19.03.10071009.6 Areas of refuge.

Add the following sentence:

"Fire department hose connections and valves shall not be located in areas of refuge."

(Serial No. 2009-16(b), § 2, 9-21-2009)

19.03.1010.2.1 Door operations: unlatching.

Revise exception one by adding a sentence to read:

Detentions in group B occupancies require a minimum reverse deadbolt and a pass
through handle. (SFM)
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19.03.1009.811.6 Stairway landings.

Add thefollowang exception 4 to read:

"Landings are not required at the top or bottom of stairways accessing non-habitable
building equipment rooms."
19.03.1009:911.7.1 Stairway construction; stairway walking surface.

Modify exception 2 to add “.R-3.” after “H”

19.03.1009.911.7.2 Stairway construction; outdoor conditions.

Modify the sentence to add “.snow, or ice” after “water”

19.03.10101012.78.2 Ramp construction; outdoor conditions.

Modify the sentence to add “,snow, or ice” after “water”
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19.03.Table 1018:120.2 Corridors;-eonstruetion fire resistant rating.

Add footnote reference “e” after “R” in the “occupancy” column and add footnote “e” to read:

R occupancies with an occupant load greater than 10 shall have one-hour rated when

the R occupancies are allowed to not have a sprinkler system and:

1. servesJess-thanfour or fewer dwelling units or 16 or fewer sleeping rooms; and
2. is-Jess-than-three not more than two stories in height. (SEM)
19.03.10191021.1 Egress balconies; general.

Add a sentence to read: "Exterior exit balconies shall be designed to minimize the

accumulation of snow and ice that impedes the means of egress."

19.03.1029:131.2 Emergency escape and rescue; general where required.

Replace this section with the following:

“In addition to the means of egress required by this chapter, provisions shall be made

for emergency escape and rescue openings in sleep rooms in any occupancy type.

Basements and sleeping rooms below the fourth story above grade plane shall have not
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fewer than one emergency escape and rescue opening in accordance with this section.

Where basements contain one or more sleeping rooms, an emergency escape and rescue

opening shall be required in each sleeping room, but shall not be required in adjoining

areas of the basement. Such openings shall open directly into a public way or to a yard

or court that opens to a public way, or to an egress balcony that leads to a public way.

Exceptions:

1.

Emergency escape and rescue openings are not required from basements or

sleeping rooms that have anexit door or exit access door that opens directly into a

public way or to a yard, court or exterior egress balcony that leads to apublic

way.

Storm shelters are not required to comply with this section where the shelter is

constructed in accordance with ICC 500.

Within individual dwelling and sleeping units in Groups R-2 and R-3, where the

building is equipped throughout with an automatic sprinkler system installed in

accordance with Section 903.3.1.1, 903.3.1.2 or 903.3.1.3, sleeping rooms in

basements shall not be required to have emergency escape and rescue openings

provided that the basement has one of the following:

One means of egress and one emergency escape and rescue opening.

Two means of egress.”(SFM)

" 3 "
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*kek

19.03.1103.2.37 15 Temporary structures.

Add a new section 1103.2.17, Temporary structures, as follows:
"1103.2.17 Temporary structures. Temporary structures as defined in 19.01.202 shall be

accessible as follows:
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. : Latod: hili : ,

21)

32)

Event related: the structure shall meet the accessibility requirements of the code,
except that in regard to toilet facilities: when approved by the building official,
temporary accessible bathrooms may be used, and/or accessible bathrooms in
another accessible building on the same site or an adjacent or nearby site may be
used when a signed use agreement is provided.

Seasonal structures: Toilet facilities may be as per (2) above. The seasonal
building itself shall be wheelchair accessible per the ICC/ANSI A117.1 or ADA-
SAD guidelines if more than the owner(s) will be allowed in the building."

Exception: Access is always required for kiosks used by the public. For employee-only

kiosks, a "broker" kiosk requires a five-foot turning diameter due to potentially more

than one person working inside; "vendor" or one-person working kiosks can delete the

five-foot circle as long as the door is wide enough for a wheelchair and the employee can

back into the vendor kiosk and work from within. Also, when only employees use these

vendor kiosks (never the public), then ICC/ANSI A117.1 or ADA-SAD complying

entrance platforms and ramps are not required; rather, a portable ramp stored on-site is

an acceptable alternate.

43)

54)

First phase buildings: Toilet facilities may be as per (2) above. The first phase
building itself shall be wheelchair accessible per the ICC/ANSI A117.1 or ADA-
SAD guidelines.

Temporary fabric covered buildings: Access for the disabled is required when
building permits are required by Title 19 for uses which require access for

persons with disabilities. Access is required per (2) or (3) above when more than

the owners enter or occupy the building.

: Kor faoilition i .
(Serial No. 2009-16(b), § 2, 9-21-2009)
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19.03.1301 Energy efficiency; general; scope.

Delete and add the following:
"1301.1 Scope. Newly created buildings or portions of buildings containing R Occupancy
Groups or buildings where the occupancy group is changed to Group R shall comply with
the energy efficiency requirements of IRC Chapter 11 as in sections 19.04.N1101
through 19.04. N1104."
19.03.1504.9 Roof assemblies and rooftop structures; performance
requirements; sliding snow and ice.
Add a new subsection as follows:
"1504.9 Sliding snow and ice. Roofs shall be designed so that snow is not discharged
onto public ways, onto adjoining property, onto or against other buildings, in a manner
that blocks any required exit or driveway from any building; or in a manner that may
damage property. Snow cleats or other devices may be approved where there are
practical difficulties in complying with this section."

19.03.1607.9:312.5 Live loads; impact loads; gGeophysical hazard and snow

impact loads.

Add a new subsection as follows:
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"1607.9:312.5 Geophysical hazard and snow impact loads. Impact loads shall be
considered in the design and construction of any structure where impact loads may
occur such as in moderate and severe geophysical hazard zones referred to in
CBJ19.04.301.9 or snow shedding from upper roofs."

19.03.1607.32.2.314.1 Roof loads; ordinary roof, awnings, and canopies.

Delete the second paragraph.

19.03.1609.3 Basic wind speed.

Delete section in its entirety and add the following:
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"When determining the basic wind speeds for use under IBC Section 1609 or ASCE 7,
Section 6.5.4, the minimum basic wind speed in miles per hour shall be determined
using the Juneau 3 Second Gust Wind Speed Map dated October22,2009January 1,
2017. For elevations above 500 feet above MLLW, the minimum basic wind speed shall
be determined by the building official."
19.03.Figure 1609 Basic Wind Speed (3-Second Gust).
Add the following note after the figure:
"Note: For design in the City and Borough of Juneau, the Juneau 3 Second Gust Wind
Speed Map supersedes this map. Conversions to Basic Wind Speed can be accomplished
using Table 1609.3.1, Equivalent Basic Wind Speeds."
(Serial No. 2009-16(b), § 2, 9-21-2009)
19.03.1610.1 Soil lateral load.
Add the following after the last sentence:

"Walls retaining more than four feet of unbalanced earth shall be designed as retaining

walls."

(Serial No. 2009-16(b), § 2, 9-21-2009)

19.03.1612.3 Flood loads; establishment of flood hazard areas.
Delete paragraph and replace with the following:
"Flood hazard maps, studies and related supporting data along with revisions thereto as
adopted under City and Borough of Juneau Land Use Code, Title 49.70, Article IV Flood

Hazard Areas are hereby adopted by reference and declared to be part of this section.”
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19.03.1805.1 Dampproofing and waterproofing; general.

Delete the first paragraph and add the following:

"1805.1 Where required. Walls or portions thereof that retain earth and enclose interior

spaces and floors below grade shall be waterproofed and dampproofed in accordance

with this section. All crawlspace walls below exterior grade shall be dampproofed."
19.03.1809.5 Shallow foundations; frost protection.
In item 1, delete "the locality" and add "32 inches";

And add the following exceptions:

"4, Foundations for exterior decks, landings, and platforms; without roofs; not
rigidly attached to a building or structure; and not greater than 30 inches above
finish grade may bear directly on the ground.

5. Foundations within mobile home parks for manufactured homes, and its

additions or accessory buildings may bear directly on the ground."
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19.03.1809.12 Timber footings.
Add the following to the end of the paragraph:
"Footings for wood foundations shall be concrete. All fasteners in wood foundations shall
be stainless steel. Wood foundations shall be installed only in Type GW, GP, SW, and SP
soils unless a foundation design is submitted to the building official for approval. The
foundation design shall be prepared by an engineer registered in the State of Alaska

having expertise in the preparation of soils and foundation design for wood

foundations."

19.03.2308.2.3 Conventional light-frame construction; limitations; allowable
loads.
Delete items 3-3-and4-

19.03.2308.8.8 11 Conventional light-frame construction; floor jeists framing; rim
joists.
Add the following subsection:
"2308.8.8 11 Rim joists. Rim joists adjacent to unconditioned spaces shall be constructed
of pressure preservative treated wood or other decay resistant or synthetic products
approved for such use.
Exception: Decay resistant rim joists are not required when a minimum of two inches of
foam insulation is applied inside or outside the rim joist. Insulation is to be well sealed.
Fiberglass insulation shall not be placed in direct contact with untreated rim joists in
crawl spaces."
19.03.2308.8.9 12 Conventional light-frame construction; floor jeists framing; vapor
retarder.
Add the following subsection:
"2308.8.9 12 Vapor retarder. Under floor spaces and crawlspaces shall have a vapor

retarder that is a minimum of 6 mil thick (0.15 mm) polyethylene film installed such
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that all edges are lapped a minimum of 6 inches (152 mm) and sealed with a permanent
compatible sealing compound or adhesive. Such vapor retarder shall extend vertically
up the foundation wall a minimum of 6 inches (152 mm) and be attached and sealed
with a permanent compatible sealing compound or adhesive to the foundation wall.
Vapor retarder shall not be attached to wood other than pressure preservative treated
wood. Vapor retarder is to be contoured so as to avoid damage from walking upon it. All
penetrations of vapor retarder shall be well sealed. Comparable substitutions of
materials and or installation methods may be used as approved by the building official."

19.03.2308.10.1 Conventional light-frame construction; rRoof and ceiling framing;

wind uplift.
Add a new sentence reading:
"Such ties or other mechanical devices shall be spaced no farther than 48 inches apart.”
s
19.03.Table 2902.1 Plumbing systems; minimum number of required plumbing
fixtures.
In the column header entitled Water Closets, delete the parenthetical section and add the
following:
"In each toilet room, for each urinal added in excess of the minimum required, one water
closet may be deducted. The number of water closets shall not be reduced to less than
two-thirds (%5) of the minimum water closet requirement."
And in assembly areas containing auditoriums, convention halls, stadiums, and casinos,
the ratios of fixtures shall be as follows:
"1. the number of water closets required for females are changed to provide

four water closets for 1—50 females;

b. six water closets for 51—100 females;

c. 10 water closets for 101—200 females;

d. 14 water closets for 201—400 females;

e. one additional water closet for each 100 females over 400 females; and
"2. the number of lavatories required for females and males are changed to

a. one lavatory for each water closet up to four water closets; and
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b. one additional lavatory for each two additional water closets beyond four
water closets. (Changes number 1. and 2., DOL)"
In the column header entitled Classification at row number 8, delete the parenthetical
section and add the following:
"(see Sections 2902.2, 2902.4, 2902.4.1 and 19.03.2902.6)"

" "

Delete footnote a. and replace with the following:
"a. The fixtures shown are based on one fixture being the minimum required for the
number of persons indicated. Any fraction greater than one is to be rounded to
the nearest whole number."
Add footnote e to apply to Drinking Fountains column heading. Footnote e to read as
follows:

"e. No drinking fountains are required for occupant loads less than 60. The rate of
drinking fountains required in this table applies to the number of occupants after
the first 60 occupants. Where water is served in restaurants or other food
establishment where water is provided without charge, drinking fountains shall
not be required. In other occupancies, where drinking fountains are required,
bottled water dispensers shall be permitted to be substituted for not more than

50 percent of the required drinking fountains. Drinking fountains shall not be

installed in toilet rooms."

" 1 1 " " 1 "

19.03.2902.3.2 3 Plumbing systems; location of toilet facilities in occupancies

other than covered mall buildings.

In-the-exeception;aAdd a second paragraph-asfollews sentence to read:

"For minor uses, the building official may approve facilities in nearby buildings under

the same or different ownership with adequate assurance of continued access."

(Serial No. 2009-16(b), § 2, 9-21-2009; Serial No. 2014-19(c), § 3, 7-30-2014, eff. 7-31-2014)
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19.03.2902.6 8 Plumbing systems; unoccupied storage occupancies.
Add a new section as follows:
2902.6 8 Unoccupied storage occupancies. Plumbing fixtures shall not be required in
buildings which are primarily S occupancies where there are no employees and no

owner operated business' such as mini-storage units, and private storage

condominiums."
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19.03.Appendix A Employee qualifications.

Delete IBC Appendix A;-Employee-Qualificationsinits-entirety 1s not adopted.
19.03.Appendix B Board of appeals.

Delete IBC Appendix B;Beard-ef-Appealsinits-entirety-andrefer+to-CBJ-01-50 is not
adopted.
19.03.Appendix C Group U - Agricultural buildings.

IBC Appendix C;-Group-U—Agricultural-buildings; is hereby adopted.
19.03.Appendix D Fire districts.

Delete IBC Appendix D Fire Distrietsinits-entirety is not adopted.
(Serial No. 2009-16(b), § 2, 9-21-2009)

19.03.Appendix E Supplementary site accessibility requirements.

IBC Appendix E-Supplementarysite-aceessibility requirements, is hereby adopted.
19.03.Appendix F Rodent proofing.

Delete-IBC Appendix Fi-RedentProofingin-its-entirety is not adopted.
19.03.Appendix G Flood resistant construction.

Delete IBC Appendix G;FloodResistant-Construetioninits-entirety is not adopted.
19.03.Appendix H Signs.

IBC Appendix H;-Signs; is hereby adopted with the following modification:
Delete Section H104 Identification in its entirety.

19.03.Appendix I Patio covers.
IBC Appendix I;-Ratio-eovers; is hereby adopted.
19.03.Appendix J Grading.
Delete IBC Appendix J;-Gradingin-its-entirety—See-CBJ-Title 1912 Grading is not
adopted.
19.03.Appendix K ICC Eleetriecal Code-Administrative provisions.
Delete IBC Appendix K 1CCKEleetrieal Code,inits-entiretyisnot-adepted:
19.03.Appendix L Earthquake recording instrumentation.

IBC Appendix L is not adopted.

19.03.Appendix M Tsunami-generated flood hazards.
IBC Appendix M is not adopted.
19.03.Appendix N Replicable buildings.
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IBC Appendix N is not adopted.

19.03.Appendix O Performance based application.
IBC Appendix O is not adopted.
19.03.Appendix P Sleeping lofts

IBC Appendix P is not adopted.
Chapter 19.04 RESIDENTIAL CODE

Kk

19.04.R010.1 Adoption of residential code.

For the purpose of regulating the erection, construction, prefabrication, enlargement,
alteration, repair, replacement, removal, demolition, conversion, occupancy, equipment, use,
location and maintenance of all detached one- and two-family dwellings including up to five
guestrooms and multiple single-family dwellings (townhouses), not more than three stories in
height with a separate means of egress, and their accessory structures located within the City
and Borough, there is adopted by reference as the residential code of the City and Borough that
compilation of rules and regulations prepared and, published by the International Code
Council, a nationally recognized technical trade organization, which compilation is entitled
"International Residential Code, 2032 2024 Edition", and one copy which has been filed in the
office of the municipal clerk of the City and Borough or in such place designated by the
municipal clerk for public use, inspection and examination and which compilation is made a
part of this chapter as if fully set forth in this section, subject only to the enumerated additions,
deletions and changes in this chapter.
19.04.R010.2 Other codes applicable to one- and two-family dwellings.

In addition to the requirements of this chapter, one- and two-family dwellings shall comply
with all other applicable codes of the City and Borough including the following codes as
modified in Title 19 and where applicable:

Title 19.01, Juneau Building CGedes Administrative Code;

Title 19.02, Board of Appeals;

Title 19.12, Excavation and Grading Code;

2012 2024 IPMC, Property Maintenance Code;

2012 2024 IEBC, Existing Building Code;

2012 2024 IBC Chapter 32, Encroachments into the Public Right-of-Way;
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2012 2024 UPC, Uniform Plumbing Code and Title 19.06, Plumbing Code;
2012 2024 IFC, International Fire Code, in particular, Section 503, Fire Department

Access and Appendix D, Fire Apparatus Access Roads.

19.04.R100 Aeceessibility Administration.

Delete IRC Chapter 1, Administration, except as referred to elsewhere in this code, and add

the following:

(Serial No. 2009-16(b), § 2, 9-21-2009)
19.04.R202 General building definitions.
Add the following definitions:
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"Alley. An alley is a public space or thoroughfare, 20 feet or less, but not less than ten
feet in width, which has been dedicated for public use."

"Flashing. Flashing is sheet material designed to lead water to the building exterior."
"Guestroom. Any room or rooms used for sleeping or living, but not for cooking purposes
for compensation accessory to an owner occupied dwelling with not more than one
dwelling unit. Guestrooms that are greater than 150 square feet (13.9m2) shall be
considered as one guestroom for every 100 square feet (9.3m?) of superficial floor area or
increment thereof used for lodging for compensation. Guest rooms may be in an
accessory building having no kitchen facilities and not rented or otherwise used as a
separate dwelling unit."

"Minor additions means additions to a dwelling unit that result in an increase of less
than 15 percent in the floor area."

"Remodeling means structural and nonstructural changes to a dwelling unit which do
not result in an increase in the floor area."

"Semi-conditioned space means a room or other enclosed space within a structure which
may be heated or cooled by the presence of components of a heating or cooling system or
by thermal transmission from an adjoining conditioned space."”

"Unconditioned space means a room or other space which is not provided by design with
a source of heat or cooling."

"Zero-lot. A townhouse with only two dwelling units."

Add the following to the definition of "Grade Plane":

"Grade Plane. When fill or other construction is placed above the original ground level of
a site, that fill or other construction shall not be considered in determining the grade
plane of the building unless that fill extends at least 20 feet from the wall with no more
than a uniform slope of two percent when either of the following two conditions exist:

1. The fill or construction is adjacent to an exterior wall of a building or

2. The fill was placed within the last 5 years and is excavated so that exterior walls

are constructed below the finished grade of the fill."

Page 44 of 123 Ord. 2025-26




| N N VS B 8]

O o0 3

10
11
12
13
14
15
16
17
18
19
20
21
22
23
24
25

"SUBSTANTIAL DAMAGE. Damage of any origin sustained by a structure for which

the cost of restoring the structure to its before-damaged condition would equal or exceed

50 percent of the City and Borough of Juneau assessed value or 50 percent of appraised

market value, supplied by owner or applicant, of the structure before the damage

occurred.

SUBSTANTIAL IMPROVEMENT. Any repair, reconstruction, rehabilitation, addition

or improvement of a building or structure, the cost of which equals or exceeds 50 percent

of the City and Borough of Juneau assessed value or 50 percent of appraised market

value, supplied by owner or applicant, of the structure before the improvement or repair

is started. If the structure has sustained substantial damage, any repairs are considered

substantial improvement regardless of the actual repair work performed. The term does

not include any project for improvement of a building required to correct existing health,

sanitary or safety code violations identified by the building official and that are the
minimum necessary to assure safe living conditions."

19.04.Table_R301.2(1) Climatic and geographic design criteria.
Delete Table R301.2(1), Climatic and Geographic Design Criteria, retain the table notes and

insert the following new table:

TABLE NO. R301.2(1)

CLIMATIC AND

GEOGRAPHIC DESIGN CRITERIA
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Roof Snow load (Ibs. per sq. ft.) 50
Wind Speed (mph) 105 or 116k!
Seismic Condition by Zone D1

Subject to Damage from:

Weathering Yes, severe
Frost Line Depth 32"
Termite No

Decay Yes
Winter Design Temperature -10°F

Ice Barrier Underlayment Required Yes

Flood Hazards Yes

Air Freezing Index 2500
Mean Annual Temperature 40 °F

Page 46 of 123

Ord. 2025-26




| N N VS B 8]

O o0 3

10
11
12
13
14
15
16
17
18
19
20
21
22
23
24
25

Change footnote g to read as follows:
"g, Flood hazard maps, studies and related supporting data along with revisions
thereto as adopted under City and Borough of Juneau Land Use Code, Title 49,
Article IV Flood Hazard Areas are hereby adopted by reference."
Add Notes k and 1 to read:
"k. For elevations above 500 feet above MLLW, the wind speed shall be determined
by the building official."
"l. Basic wind speed shall be determined by the building official using the Juneau 3
Second Gust Wind Speed Map, dated 12/17/08."
(Serial No. 2009-16(b), § 2, 9-21-2009)

fkk

19.04.R301.6 Roof load.

Add the following as the second sentence:

"For elevations more than 500 feet above MLLW, the snow load shall be determined by
the building official."

19.04.R301.9 Geophysical hazards.

Add a new section as follows:
"301.9 Geophysical hazards. In moderate and severe avalanche hazard areas shown on
the Avalanche Hazard Designation Mapping, dated April 27, 2022, and attached to
Serial No. 2023-18(am) as Appendix A, or when the director of engineering and public
works determines that development is proposed in an area similar in nature to those
studied in the above referenced documents but outside of the study area, an engineered
structural analysis shall be submitted with the permit application."

*k%

19.04.R302.1.1 Fire-resistant construction; exterior walls; location on property.

Add a new subsection to read as follows:
"302.1.1 Location on Property. Buildings must adjoin or have access to a permanent
public way or yard on not less than one side. Required yards must be permanently

maintained."
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19.04.R306.1.7 Protection of water supply and sanitary sewage systems.

Delete the following from the second sentence:

"...1n accordance with the plumbing provisions of this code and Chapter 3 of the

International Private Sewage Disposal Code."

(Serial No. 2009-16(b), § 2. 9-21-2009: Serial No. 2017-01, § 8, 6-5-2017, eff. 7-6-2017)

19.04.R306.2.1 Flood-resistant construction; flood hazard areas (including A

Zones); elevation requirements.

Replace item 2 with the following:

"2. In areas of shallow flooding (AO Zones), buildings and structures shall have the

lowest floor (including basement) elevated at least as high above the highest
adjacent grade as the depth number specified in feet (mm) on the FIRM. Where

elevation is unspecified on FIRM or from another authoritative source, the

elevation may be determined by reasonable local judgment based on historical
data, high water marks, photographs of past flooding, or other similar or relevant

data. Failure to elevate construction at least 2 feet (610 mm) above grade in

these areas may result in higher insurance rates."
(Serial No. 2009-16(b), § 2. 9-21-2009; Serial No. 2017-01, § 8, 6-5-2017, eff. 7-6-2017)

19.04.R306.3.2 Flood-resistant construction; coastal high-hazard areas (including

Y Zones and coastal A zones, where designated); elevation requirements.

Replace requirement number 5 with the following:

"5. The use of fill for structural support of buildings within V Zones may be allowed
only when certified by an engineer licensed to practice in the State of Alaska that

the fill, foundation and structure attached thereto is adequately anchored to

resist floatation, collapse and lateral movement due to the effects of wind and

water loads acting simultaneously on any and all building structural

Page 48 of 123 Ord. 2025-26




| N N VS B 8]

O o0 3

10
11
12
13
14
15
16
17
18
19
20
21
22
23
24
25

components. The use of fill for structural support shall not be permitted where

soll investigations that are required in accordance with Section R401.4 indicate

that soil material under the proposed fill is subject to scour or erosion from wave-

velocity flow conditions. Wind and water loading values shall each have a one

percent chance of being equaled or exceeded in any given yvear (100-year mean

recurrent interval)."
19.04.R303.925.8 Required heating.
Add the following to the first sentence:

'. .. without involving the combustion of a solid fuel."
19.04.R307R327.1 Toilet, bath, and shower spaces; space required.
On Figure R367R327.1 Minimum Fixture Clearances delete "21 in." clearance on water
closets and water bidet and replace with the following:
"(24 in."
Delete both "30 in. min." on Shower figure and replace with the following:

"See 2012 Uniform Plumbing Code Section 433408.7 for shower dimension

requirements."
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19.04.R403.1.1 Footings; minimum size.
Delete the subsection and add the following:
"Minimum standards for concrete and masonry footings shall be as set out in the City
and Borough "Standard CBJ Foundations" dated July1;,-2005January 2016. The
building official may approve a stamped, engineered foundation in lieu of the City and

Borough standard.”
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19.04.R408.5 Removal of debris.

Add the following sentence:
"For skirted buildings placed over muskeg, muskeg may remain but shall be covered
with minimum six ten mil ground cloth of polyethylene sheeting."
19.04.R408.6 Finished grade.
Add the following at the end of the sentence:
"Including sump pumps in-the-erawlspaee.”
19.04.R502.14 15 Floors; wood floor framing; rim joists.
Add the following subsection:
"R502.14 Rim joists. Rim joists adjacent to unconditioned interior spaces shall be

constructed of pressure preservative treated wood or other decay resistant or synthetic

products approved for such use.

19.04.R502.1516 Conventional light-frame construction; floor joists; vapor
retarder.
Add the following subsection:

"R502.15 Vapor retarder. Under floor spaces and crawlspaces shall have a vapor
retarder that is a minimum of 6 mil thick (0.15 mm) class 1 polyethylene film installed
such that all edges are lapped a minimum of 6 inches (152 mm) and sealed with a
permanent compatible sealing compound or adhesive. Such vapor retarder shall extend
vertically up the foundation wall a minimum of 6 inches (152 mm) and be attached and
sealed with a permanent compatible sealing compound or adhesive to the foundation

wall. Vapor retarder shall not be attached to wood other than pressure preservative
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treated wood. Vapor retarder is to be contoured so as to avoid damage from walking
upon it. All penetrations of vapor retarder shall be well sealed. Comparable
substitutions of materials and or installation methods may be used as approved by the
building official."

(Serial No. 2009-16(b), § 2, 9-21-2009; Serial No. 2017-01, § 8, 6-5-2017, eff. 7-6-2017)
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Wall | Stud-Size EXPOSURED EXPOSUREC EXPOSURH B
Supperting Supperting Supperting
Height and
Minimum
Creade
Roof One Two One Two | Reol & | One
Hoors; Hloors; | Ceiling
Ceiling | Roof & Roof & Roof-&
Roof-& Roof &
8-ft- 2-x6 16 16 16 16 16 24 24
HEM-EIR
STUD
2-x6 24 24 16 24 16 24 24
HEM-EIR
NO—
9l 2%X6 16 16 12 16 12 24 16
HEM-EIR
=Feb
2-%6 16 16 16 24 16 24 24
HEM-EIR
NO—2
10t 2x6 12 12 — 12 12 16 16
HEM FIR
STHb
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Stud-Size EXPOSURED EXPOSUREC EXPOSURHB
Supperting Supporting Supporting

Mini

One Tweo One Twe | Reoef& One

Hoor; Hoor; Hoor;

, | et
Roof & Reof & Reof &
Roof-& Reof-&
Coil; Coils Coils
Coils Coils

— — — — 16 12
HEM-FEIR

16 16 24 16 24 24
HEM-FEIR

24 16 24 16 24 24
HEM FEIR

_ _ _ _ 12 _
HEM FEIR

16 16 16 16 24 16
HEM EIR

Page 59 of 123 Ord. 2025-26




| N N VS B 8]

O o0 3

10
11
12
13
14
15
16
17
18
19
20
21
22
23
24
25

Page 60 of 123

24 24
16 16
24 24
Ord. 2025-26




| N N VS B 8]

O o0 3

10
11
12
13
14
15
16
17
18
19
20
21
22
23
24
25

19.04.R703.3:2.5.3 Horizontal siding.

Add the following:
"Exterior type plywood siding with a grooved pattern shall not be installed horizontally

as the weather resistant siding."
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9.04.R802.3 .4.2 Framing details.
Add a paragraph as follows:
"Minimum depth from roof sheathing to wall plate at exterior walls to be nine twelve
inches for habitable spaces."”
(Serial No. 2009-16(b), § 2, 9-21-2009)
19.04.R802.10.2 Trusses.
Add the following sentence to the end of the paragraph as follows:

"Minimum depth of truss at exterior wall plate to be nine twelve inches for habitable

spaces."

19.04.R802.11.1 Roof tie-dewn; uplift resistance.

Add the following sentence to the-second-paragraph:
"Uplift ties shall be spaced no farther than 48 inches apart.”

19.04.N1102.2.10 Energy efficiency; building thermal envelope; crawl space walls.

And-aAdd the following as the last sentence:
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"Any openings provided for ventilation or access shall be capable of being positively
closed to prevent winter air infiltration. The closure shall provide nominal R-10

minimum thermal performance. Insulation installed on the exterior of crawlspace walls

shall be of waterproof materials."

(Serial No. 2009-16(b), § 2, 9-21-2009; Serial No. 2017-01, § 8, 6-5-2017, eff. 7-6-2017)
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19.04.G2413.3 Pipe sizing; sizing.
Add the following item:
"4, Sections 1216 1215and-31217 in the 2006 Uniform Plumbing Code shall be

considered an acceptable method of sizing gas piping."

19.04.G2414.10.49.5 Metallic fittings.

Delete the words "or cast iron" from item 1.

dedese
19.04.G2427.8 Venting system loeation-terminal clearances.

Change ltem-3-toread Add the following sentence and conditions:
“With these conditions:

"31. The vent terminal of a direct-vent appliance shall be as required in the

manufacturer's installation instructions. If such instructions do not specify the
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minimum dimension to air openings into the building, then that dimension shall
be not less than 24 inches."
Also add a new item 5 to read as follows:
"25. An anticipated snow depth of 12 inches shall be used when determining the
manufacturer's minimum vent termination height. Measurements shall be made

to the bottom of the vent outlet."
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19.04.Appendix CH Private Sewage Disposal.

IRC Appendix L-Private-Sewage Dispoesal-CH is not adopted.
Sertal No2009-16(b).§- 2. 9-21-2009)
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19.04.Appendix AA Board of appeals.

IRC Appendix AA is not adopted.
19.04.Appendix AB Permit fees.
IRC Appendix AB is not adopted.
19.04.Appendix BA Manufactured housing used as dwellings.
IRC Appendix BA is hereby adopted
19.04.Appendix BB Tiny houses.
IRC Appendix BB is hereby adopted.

19.04.Appendix BC Accessory dwelling units.
IRC Appendix BC is not adopted.

19.04.Appendix BD Home day care — R-3 occupancy.
IRC Appendix BD is not adopted.

19.04.Appendix BE Radon control methods.
IRC Appendix BE is not adopted.

19.04.Appendix BF Patio covers.
IRC Appendix BF is hereby adopted.

19.04.Appendix BG Sound transmission.
IRC Appendix BG is hereby adopted.
19.04.Appendix BH Automatic vehicle gates.

IRC Appendix BH is not adopted.

19.04.Appendix BI Light straw-clay construction.
IRC Appendix BI is not adopted.

19.04.Appendix BdJ Strawbale construction.
IRC Appendix BJ is not adopted.

19.04.Appendix BK Cob construction (monolithic construction).

IRC Appendix BK is not adopted.
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19.04.Appendix BL Hemp-line (hempcrete) construction.
IRC Appendix BL is not adopted.

19.04.Appendix BM 3D-printed building construction.
IRC Appendix BM is not adopted.

19.04.Appendix BN Extended plate wall construction.
IRC Appendix BN is not adopted.

19.04.Appendix BO Existing Buildings and structures.
IRC Appendix BO is hereby adopted.

19.04.Appendix BO102.7 Appendix BO Existing building and structures; compliance;

flood hazard areas.

Replace “Section R104.3.1” with “Section R306”.

19.04.Appendix CA Sizing and capacities of gas piping.
IRC Appendix CA is hereby adopted.

19.04.Appendix CB Sizing of venting systems serving appliances equipped with

draft hoods, category I appliances, and appliances listed for use and type B vents.

IRC Appendix CB is hereby adopted.

19.04.Appendix CC Recommended procedure for safety inspection of an

existing appliance installation.

IRC Appendix CC is hereby adopted.

19.04.Appendix CD Piping standards for various applications.
IRC Appendix CD in not adopted.

19.04.Appendix CE Venting methods.
IRC Appendix CE is not adopted.

19.04.Appendix CF Sizing of water piping systems.
IRC Appendix CF is not adopted.

19.04.Appendix CG Nonsewered sanitation systems.

IRC Appendix CG is not adopted.

19.04.Appendix CH Private sewage disposal.
IRC Appendix CH is not adopted.
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19.04.Appendix NB Solar-ready provisions — detached one- and two- family

dwellings and townhouses.

IRC Appendix NB is not adopted.

19.04.Appendix NC Zero net energy residential building provisions.

IRC Appendix NC is not adopted.

19.04.Appendix ND Electric energy storage systems.
IRC Appendix ND is not adopted.
19.04.Appendix NE Electric vehicle charging infrastructure.
IRC Appendix NE is not adopted.
19.04.Appendix NF Alternative building thermal envelope insulation R-value
options.
IRC Appendix NF is not adopted.
19.04.Appendix NG 2024 TECC stretch code.

IRC Appendix NG is not adopted.

19.04.Appendix NH Operational carbon rating and energy reporting.
IRC Appendix NH is not adopted.

19.04.Appendix NI On-site renewable energy.

IRC appendix NI is not adopted.

19.04.Appendix NJ Demand responsive controls.

IRC Appendix NJ is not adopted.

19.04.Appendix NK Electric-ready residential building provisions.
IRC Appendix NK is not adopted.

19.04.Appendix NL Renewable energy infrastructure.
IRC Appendix NL is not adopted.
Chapter 19.05 EXISTING BUILDING CODE
19.05.010 International Existing Building Code (IEBC) adopted.

For the purpose of providing an alternative method of regulating the enlargement,
alteration, repair, moving, conversion, occupancy, and use of existing buildings and structures
or portions thereof in the City and Borough, there is adopted by reference, as the existing
Building Code of the City and Borough, that certain compilation of rules and regulations

prepared by the International Code Council, a nationally recognized technical trade
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organization, which compilation is entitled "International Existing Building Code, 2032 2024
Edition," IEBC) and one copy which has been filed in the office of the municipal clerk of the
City and Borough, or places designated by the municipal clerk for public use, inspection and
examination, and which compilation is made a part of this chapter as if fully set forth in this
section, subject only to the enumerated additions, deletions and changes in this chapter.
Skek
19.05.702.4 Alterations - level 1; materials and methods.

Delete reference to "International Energy Conservation Code".

Delete reference to "International Plumbing Code” and replace with “Uniform Plumbing

Code”.

19.05.7087 Alterations - level 1; energy conservation.

Delete this section in its entirety.

19.05.80911 Alterations - level 2; energy conservation.

Delete this section in its entirety.

19.05.9078 Alterations - level 3; energy conservation.
Delete this section in its entirety.

19.05.10.0910.1— Change-of occupaney;plumbing;inereased- demand-Plumbing.
Delete all references to "International Plumbing Code" in section and replace with

"Uniform Plumbing Code"
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19.05 Appendix A Guidelines for the seismic retrofit of existing buildings.
Appendix Chapter A is hereby adopted.
19.05 Appendix B Supplementary accessibility requirements for existing

buildings and facilities.
Appendix Chapter B is hereby adopted.

19.05 Appendix C Guidelines for the wind retrofit of existing buildings.

Appendix C is hereby adopted.
19.05 Appendix D Board of appeals.

Appendix D is not adopted.

19.05 Appendix E Temporary emergency uses.

Appendix E is hereby adopted.

Kk

Chapter 19.06 PLUMBING CODE
19.06.1.010 Uniform Plumbing Code (UPC) adopted.

For the purpose of regulating the erection, construction, reconstruction, addition,
enlargement, conversion, equipment, use and maintenance of all plumbing within and without
all buildings and structures or portions thereof within the City and Borough, there is adopted
by reference as the plumbing code of the City and Borough, that certain compilation of rules
and regulations prepared and published by the International Association of Plumbing and
Mechanical Officials, a nationally recognized technical trade organization, which compilation is
entitled "Uniform Plumbing Code, 2012 2024 Edition," (UPC) and one copy which has been
filed in the office of the municipal clerk of the City and Borough or at such places as designated
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by the municipal clerk, for public use, inspection and examination and which compilation is
made a part of this chapter as if fully set forth in this section, subject only to the enumerated

additions, deletions and changes in this chapter.

Kk

19.06.1.422.0 Minimum number of required fixtures.

Delete section in its entirety and refer to IBC Section 2902.1, Table 2902.1, Minimum
Number of Plumbing Facilities except-thatfor-assembly-areas-containing auditoriums;

*kek
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19.06.1.604.2 Materials; copper or copper alloy tube.

Delete the exception.
(Serial No. 2009-16(b), § 2, 9-21-2009; Serial No. 2017-01, § 12, 6-5-2017, eff. 7-6-2017)
19.06.1.608.5 Discharge piping

Delete (7).

" 3 ",

19.06.1.701.32(2) Drainage; piping.

Delete the words "Chapter 15 14 "Firestop Protection and replace with the words "the
Bbuilding Ceode".
19.06.1.701.32(7) Drainage; piping.

Add a new exception as follows:
"701.1(7) ABS, PVC, and cast iron shall not be used underground where it passes

underneath the foundation within one foot of building walls or footings unless
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adequately sleeved with schedule 40 steel or ductile iron with a minimum one inch

annular space to a point two feet on each side of the wall or footing."

19.06.1.903.1(2) Vents; materials; applicable standards.
Delete reference to "Chapter 145 Firestop Protection" and replace with "the Building Code."

19.06.1.1014.1 Grease interceptors; general. Medify-the first- sentenee-to-read:

Grease interceptors shall be installed in all commercial establishments that prepare food or

beverages, food processing establishments, to include churches and coffee stands that are
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regulated by the Department of Environmental Conservation, Division of Environmental
Health Food Safety and Sanitation. An approved type of grease interceptor(s) complying with
the provisions of this section shall be correctly sized and properly installed in grease waste
line(s) leading from sinks and drains, such as floor drains, floor sinks and other fixtures or
equipment in serving establishments such as restaurants, cafes, lunch counters, cafeterias,
bars and clubs, hotels, hospitals, sanitariums, factory or school kitchens, or other
establishments where grease is introduced into the drainage or sewage system in quantities
that can effect line stoppage or hinder sewage treatment or private sewage disposal.
Add the following exception.
Exception: The Authority Having Jurisdiction may waive the grease interceptor
requirements for an establishment if provided convincing evidence from the business

owner as to why a grease interceptor would not be needed.

19.06.1.1101.6 7 Building subdrains.

Delete the word "public" and insert the word "storm."
19.06.1.1101.1312.1 Primary roof drainage.
Delete the first sentence and replace with the following:
"Roof areas of a building shall be drained by roof drains, gutters, scuppers, or sheet flow
off the edge of the roof."
(Serial No. 2009-16(b), § 2, 9-21-2009)
19.06.1.1101.1312.2.2 Secondary roof drains.
Delete "or 1101.3312.2.2.2" from the last sentence.
19.06.1.1101.13112.2.2(b).2 Combined systems.
Delete this subsection in its entirety.
19.06.1.11081105.0 Controlled-flow roof drainage.
Delete Subsections 31081105.1 and 11081105.2 in their entirety.
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19.06.1.Chapter 145 Firestop protection.
Delete UPC Chapter 145 in its entirety. Refer to Chapter 7 of the International Building
Code.

19.06.1.UPC Appendix A Recommended rules for sizing the water supply
system.
UPC Appendix A is hereby adopted.
19.06.1.UPC Appendix B Explanatory notes on combination waste and vent
systems.
UPC Appendix B is hereby adopted.
(Serial No. 2009-16(b), § 2, 9-21-2009)
19.06.1.UPC Appendix C Alternate plumbing systems.
UPC Appendix C is hereby adopted.
19.06.1.UPC Appendix D Sizing stormwater drainage systems.
UPC Appendix D is hereby adopted with the following change:
UPC Table D1, Maximum Rates of Rainfall for Various Cities, Storm Drainage, and

substitute the following:
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"Roof drainage rate in Juneau shall be based on a rainfall of one inch per hour."
19.06.1.UPC Appendix E Manufactured/mobile home parks and recreational
vehicle parks.

UPC Appendix E is hereby adopted.

fekk

19.06.1.UPC Appendix G Sizing of gas venting.
UPC Appendix G is hereby adopted.

19.06.1.UPC Appendix H Private sewage disposal systems.
UPC Appendix H is not adopted.

fkk

19.06.1.UPC Appendix J Combination of indoor and outdoor combustion and

ventilation opening design.

UPC Appendix J is hereby adopted.
19.06.1.UPC Appendix K Private sewage-disposal-Potable rainwater

catchment-systems.

UPC Appendix K is net hereby adopted.
(Serial No. 2009-16(b), § 2, 9-21-2009)

19.06.1.UPC Appendix L Sustainable practices.
UPC Appendix L is not adopted
19.06.1.UPC Appendix M Peak water demand calculator.

UPC Appendix M is not adopted

19.06.1.UPC Appendix N Impact of water temperature on the potential for

scalding and legionella growth.

UPC Appendix N is not adopted

19.06.1.UPC Appendix O Non-sewered sanitation systems.
UPC Appendix O is not adopted

19.06.1.UPC Appendix P Professional qualifications.
UPC Appendix P is not adopted

19.06.1.UPC Appendix Q Indoor horticultural facilities.
UPC Appendix Q is not adopted
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19.06.1.UPC Appendix R Tiny houses.
UPC Appendix R is hereby adopted

19.06.1.UPC Appendix S Onsite stormwater treatment systems.
UPC Appendix S is not adopted

fekk

Chapter 19.07 MECHANICAL CODE
19.07.010 International Mechanical Code (IMC) adopted.

For the purpose of regulating the erection, installation, alterations, repair, relocation,
replacement, addition to, use, design, quality of materials, location and maintenance of
heating, ventilating, cooling and refrigeration systems, incinerators, and other miscellaneous
heat-producing appliances within and without all buildings and structures and portions thereof
within the City and Borough, there is adopted by reference as the mechanical code of the City
and Borough that compilation of rules and regulations prepared and published by the
International Code Council, a nationally recognized technical trade organization, which
compilation is entitled "International Mechanical Code, 2012 2024 Edition," (IMC) and one
copy which has been filed in the office of the municipal clerk of the City and Borough or at such
other places designated by the municipal clerk, for public use, inspection and examination and
which compilation is made a part of this chapter as if fully set forth in this section, subject only
to the enumerated additions, deletions and changes in this chapter.

Kk

19.07.301.6 Fuel gas appliances and equipment.

Delete the words “fuel gas distribution and equipment.”(SFM)

19.07.303.3 Prohibited locations.

Delete the words "weather-stripped in accordance with the exterior door air leakage

requirements of the International Energy Conservation Code anéd:" from the third

exception.(SFM) (SEM partial)
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Kk

19.07.604.1 Duct systems; insulation; general.
Delete the words "and the International Energy Conservation Code." (SFM)
Add to the end of the paragraph:
All supply and return air ducts and plenums shall be insulated with a minimum of R-5
insulation when located in unconditioned spaces and with a minimum of R-128

insulation when located outside the building envelope. When located within a building
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envelope assembly, the duct or plenum shall be separated from the building exterior or

unconditioned or exempt spaces by a minimum of R-8 insulation.

Exceptions:
1. When located within equipment.
2. When the design temperature difference between the interior and exterior of the

duct or plenum does not exceed 15°F (8°C).
(Serial No. 2009-16(b), § 2, 9-21-2009; Serial No. 2017-01, § 14, 6-5-2017, eff. 7-6-2017)
19.07.605.1 Air filters; general.

Add exception:

“Exception: Filters may be installed downstream of any heat exchanger or coil when

environmental conditions are such that filters installed upstream of a heat exchanger or

coll degrade system performance.(SFM)

19.07.804.1 Direct-vent terminations.
Add the following sentence to the end of the paragraph:
"For direct-vent terminal clearances not specified by the manufacturer, the minimum

dimension to air openings into the building shall be 24 inches. An anticipated snow

depth of 12 inches shall be used when determining the manufacturer’s minimum vent
termination height. Measurements shall be made to the bottom of the vent outlet."

19.07.907.1 Incinerators and crematories; general

Add a second sentence to read:

rResidential standard UL 508 and UL 698 may not be acceptable to UL 791."(SFM)
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19.07.92129.1 Unvented Vented room heaters.
Add a new-seetion-asfellows second sentence to read:
19079291 Unvented Room—Heaters> Unvented room heaters shall not be used."
19.07.1001.1 Boilers, water heaters and pressure vessels; scope.
'See-AS-18.60-180-18.60-395-" Revised, with exceptions remaining, to read:

Scope. This chapter governs the installation, alteration, and repairof boilers, water

heaters, and pressure vessels not subject to the provisions of the Department of Labor

and Workforce Development under AS 18.60.180-18.60.395.” (SFM)

Page 89 of 123 Ord. 2025-26




|5, B S VS N \S]

S O 0 93 O

12
13
14
15
16
17
18
19
20
21
22
23
24
25

SAFETY- CONTROL-TIMING
Nominal Masi Pimein S .
Prinds-for-Main
Burnerlame
Fuel Type-of Trialfor | Direet Flame Main Assured | Assured LowFire | Pre- Heot-Wate
Faput PHot? PHot fsleetrie PHot Burner el Adw Starbp | Purging Femperal
Ranget Ignition Flame Supply Supply Control® | Contrel® || andLow
haclusive) Failure? | Control | Controls” Water T
eé geﬂ%l_sﬁ
0-293071
For W)
o— Any-type 90 Not 90 90 Not Reguired Not Not Reguired
Brulh
400,001— | Interrupted | 15 15 15 2—4 Not Reguired Not Not Reguired
Brulh mithen
— or-inter-
H:600:000 mitten
Btu/h
5;000,000
Btu/h
0— Any-type Not 90 90 90 Not Required Not Neot Reguired
Btu/h
Btu/h
Btu/h
3;006;000
Btu/h
A Not Not Not Not Not Not Not Not Net Reguired
Page 90 of 123 Ord. 2025-26




| N N VS B 8]

O o0 3

10
11
12
13
14
15
16
17
18
19
20
21
22
23
24
25

Page 91 of 123 Ord. 2025-26




| N N VS B 8]

O o0 3

10
11
12
13
14
15
16
17
18
19
20
21
22
23
24
25

Page 92 of 123

Ord.

2025-26




| N N VS B 8]

O o0 3

10
11
12
13
14
15
16
17
18
19
20
21
22
23
24
25

Page 93 of 123 Ord. 2025-26




| N N VS B 8]

O o0 3

10
11
12
13
14
15
16
17
18
19
20
21
22
23
24
25

19.07.1401.1 Solar systems; general.
Delete Sections 1401 through 1404 and insert a new Section 1401.1 as follows:
"1401.1 General. Solar energy equipment and appliances must be installed in

compliance with the Solar Energy Code as adopted by 8 AAC 63.010, as amended from

time to time." (SFM)
19.07.Chapter 15 Referenced standards.

Add to the list of referenced UL Standards:

UL 2790-2019 Revision Standard for Commercial Incinerators, adopted by reference.”
SFM
(Serial No. 2009-16(b), § 2, 9-21-2009; Serial No. 2014-19(c), § 7, 7-30-2014, eff. 7-31-2014)
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19.07. IMC-Appendix A Combustion-airepenings-and eChimney connector pass-
throughs.

IMC Appendix A is hereby adopted as-apart-ofthis-Cede.
(Serial No. 2009-16(b), § 2, 9-21-2009)
19.07. IMC-Appendix B Recommended permit fee schedule.
IMC Appendix B is not adopted.
(Serial No. 2009-16(b), § 2, 9-21-2009)
19.07. Appendix C Board of appeals.
IMC Appendix C is not adopted.

19.07. Appendix D Clean air delivery.
IMC Appendix D is not adopted.

19.07. Appendix E Clean air delivery and monitoring.
IMC Appendix E is not adopted.

Chapter 19.08 ELECTRICAL CODE

19.08.010 National Electrical Code (NEC) adopted.

For the purpose of regulating the construction, reconstruction, addition, enlargement,
conversion, equipment, use and maintenance of all electrical wiring and devices within and
without all buildings and structures within the City and Borough, there is adopted, as the
electrical code of the City and Borough, that certain compilation of rules and regulations
prepared and published by the National Fire Protection Association, a nationally recognized
technical trade association, which compilation is entitled "National Electrical Code, 2033 2023
Edition," (NEC) and one copy which has been filed in the office of the municipal clerk of the
City and Borough or in such place designated by the municipal clerk for public use, inspection

and examination and which compilation is made a part of this chapter as if fully set forth in

this section, subject only to the enumerated additions, deletions and changes in this chapter.
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19.08.225.31(B)2 Outside branch circuits and feeders; location.

In the first paragraph delete the words "be installed either inside or outside of the building
or structure served or where the conductors pass through the building or structure" and replace
with the following:

"be accessible from the exterior of the building or in a room with direct access to the
exterior. Such room shall be separated from remainder of the building by construction
capable of resisting the passage of smoke. Doors shall be self-closing or automatic
closing upon detection of smoke. Doors shall not have air transfer openings and shall not
be undercut in excess of the clearance permitted in accordance with NFPA 80."

fekk

19.08.230.28 Overhead service-drop conductors; service masts as supports.
Number-the-existing paragraph-as-{A)and-aAdd a new subsection (CB) reading as follows:
"(CB) Exterior service equipment shall be protected from roof drainage and snow from

roof eaves. Masts for aerial services shall be a minimum of two-inch rigid steel conduit".

fekk

19.08.334.14 Nonmetallic-sheathed cable: Types NM; and NMC;-and NMS;
abandoned cables.
Add the following section:
"334.14 Abandoned cables. The accessible portion of abandoned cables shall be
removed."

(Serial No. 2009-16(b), § 2, 9-21-2009)
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Kk

Chapter 19.09 FUEL GAS CODE
19.09.010 International Fuel Gas Code (IFGC) adopted.

For the purpose of regulating the installation, alterations, repair, relocation, replacement,
addition to, use, design, quality of materials, location and maintenance of fuel gas piping
systems, fuel gas utilization equipment and related accessories within and without all
buildings and structures and portions thereof within the City and Borough, there is adopted by
reference as the Mechanical Code of the City and Borough that compilation of rules and
regulations prepared and published by the International Code Council, a nationally recognized
technical trade organization, which compilation is entitled "International Fuel Gas Code, 2042
2024 Edition," and one copy which has been filed in the office of the clerk of the City and
Borough or at such other places designated by the clerk, for public use, inspection and
examination and which compilation is made a part of this chapter as if fully set forth in this
section, subject only to the following enumerated additions, deletions and changes.

19.09.101 Administration, general.

Delete Sections 101.3 through 114.409.-7.
fkek
19.09.202 General definitions.

Add the following definitions:

"ICC Electrical Code shall mean appropriate corresponding references in the 2014
National Electrical Code adopted at CBJC 19.08.010."

Fekek

19.09.306.4 Appliances under floors.

Add the following as the first sentence:

"Installation of gas burning appliances in underfloor crawlspaces is prohibited-unless

n

(Serial No. 2009-16(b), § 2, 9-21-2009)
19.09.403.109.1 Pipe joints.
Add the following at the end of the paragraph:
"All joints in underground ferrous piping shall be welded when any of the following

conditions apply:
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1. The nominal pipe diameter is 2% inch or larger.
2. The pipe is installed under a driveway.
3. Medium pressure systems."

(Serial No. 2009-16(b), § 2, 9-21-2009)
19.09.403.109.2 Copper tTubing joints.
Add the following sentence at the end of the paragraph:
"All joints in underground copper shall be brazed with wrought copper fittings. No
underground joints shall be permitted unless the underground length of run exceeds 60
feet (18.3 m). All pipe to tubing transitions shall be made above ground."
(Serial No. 2009-16(b), § 2, 9-21-2009)
19.09.403.10-49.5 Metallic fittings.
In Item 2, delete the words "or cast iron." and delete Item 5.
19.09.404.20 21 Piping system installation; frost heave.
Add a new subsection as follows:
404.20 Frost heave. At all points where fuel gas piping enters or leaves the ground there
shall be installed, above ground, a connection capable of absorbing relative motion due
to frost heave action. Such connectors shall be of a type approved by the building official
and installed in such a manner to absorb a 6-inch (152 mm) displacement in any
direction. A wire braided kink-proof flexible connection with woven jacket and oil proof
synthetic tube and cover and neoprene liner may be used. Supporting wire shall run the
full length of hose. Hose-to-pipe connectors are to be of the removable metal
compression type.
Temperature range shall be -40 degrees F (-40c) to +250 degrees F (121c). (Aeroquip
#1503 medium-pressure single-wire braid hose equipped with non-swivel male pipe
fittings is an example of a suitable connector.)"
(Serial No. 2009-16(b), § 2, 9-21-2009; Serial No. 2014-19(c), § 10, 7-30-2014, eff. 7-31-2014;
Serial No. 2017-01, § 16, 6-5-2017, eff. 7-6-2017)
19.09.404.2122 Piping system installation; flex connectors.

Add a new subsection as follows:
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404.21 Flex connectors. Flex connectors listed for outdoor use may be used between
meter and house main. No flex connector may pass through any wall, partition, panel or
other barrier. Solid fittings shall be used on each end."

19.09.404.22 23 Piping system installation; mobile homes.

Add a new subsection as follows:

404.22 Mobile homes. Pounds to inches water-column regulators serving mobile homes
and connected to copper tubing shall be attached directly to the inlet connection on the
exterior of the mobile home, and shall not be located under the mobile home. An

approved gas valve shall be installed immediately preceding the regulator."

19.09.503.8 Venting system termination location.

Change ltem-3-to-read Make the Exception 1. and add the following exception:

"23. The vent terminal of a direct-vent appliance shall be as required in the
manufacturer's installation instructions. If such instructions do not specify the
minimum dimension to air openings into the building, then that dimension shall
be not less than 24 inches:"

Alsoradd-anewTtem 5-toread-asfollows:
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5. An anticipated snow depth of 12 inches shall be used when determining the
manufacturer's minimum vent termination height. Measurements shall be made

to the bottom of the vent outlet."

fekek
19.09. Appendix A (IFGS) Sizing and capacities of gas piping.

IFGC Appendix A dEGS)-Sizing-and-capaecities-of gas-piping is hereby adopted.
19.09. Appendix B (IFGS) Sizing of venting systems serving appliances

equipped with draft hoods, category I appliances, and appliances listed for use with

type B vents.
IFGC Appendix B

19.09. Appendix CD (IFGS) Recommended procedure for safety inspection of an

existing appliance installation.
IFGC Appendix CB

apphanceinstallation is hereby adopted.
19.09. Appendix D Board of appeals.

IFGC Appendix D is not adopted.
Chapter 19.10 FIRE CODE
19.10.010 International Fire Code (IFC) adopted.

For the purpose of regulating the storage, handling and use of hazardous substances,
materials and devices and other conditions hazardous to life or property in the use or
occupancy of buildings or premises or portions thereof in the City and Borough, there is
adopted by reference as the fire code of the City and Borough that certain compilation of rules
and regulations jointly prepared and published by the International Code Council, a nationally
recognized professional and trade organization, which compilation is entitled "International

Fire Code, 2012 2024 Edition," (IFC) and once copy which has been filed in the office of the
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municipal clerk of the City and Borough or such other places as designated by the municipal
clerk for public use, inspection and examination and which compilation is made a part of this
chapter as if fully set forth in this section, subject only to the enumerated additions, deletions
and changes in this chapter.
dedese
19.10.101.1 Accessibility.
Add the following new subsection:
"101.1 Accessibility. When buildings or facilities (or portions thereof) are covered by IBC
Chapter 11, Accessibility, installations such as switches and controls, receptacles,
signage, elevators and lifts, protective signaling systems, alarm systems, telephone
listening devices and other operable equipment and the height of operable parts such as
receptacles, switches, thermostats, panelboards, controls and other operable equipment
shall meet or exceed the requirements of ICC/ANSI A117.1- 2009."
19.10.105 Permits.
Delete subsections 105.6, Required operational permits and 105.7, Required construction
permits except where referred to in CBJC 19.01.105.1.5, Fire Code Permits Required. All

references to permit requirements in IFC chapters 3 through 44 are deleted except in those

sections corresponding to the required permits in CBJC 19.01.105.1.5.
19.10.202 Definitions.
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"

Add a new paragraph between the first and second paragraphs of the definition of

"Institutional Group I-4" in "Occupancy Classification" to read:
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"A facility in this occupancy classification that has occupants who need physical
assistance to respond in emergency situations must comply with the International
Building Code, Section 19.03.423 19.03.426."

Add a new paragraph to the definition for R-4 in "Residential Group R" of "Occupancy

Classification between the first and second paragraphs to read:

"Facilities within this occupancy classification that have occupants needing physical

assistance to respond in emergency situations must comply with the International Fire

Code, Section 405."

"STAIRWAYS, PRIVATE" are stairways within commercial occupancies serving one
tenant only and not used by the public."

(Serial No. 2009-16(b), § 2, 9-21-2009; Serial No. 2014-19(c), § 10, 7-30-2014, eff. 7-31-2014;
Serial No. 2017-01, § 18, 6-5-2017, eff. 7-6-2017)

*kek
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19.10.901.4.7.5 Fire protection systems; installation; marking of fire protection
equipment and fire hydrants.
Add a new subsection as follows:
"901.4.7 Marking of fire protection equipment and fire hydrants. Fire Department
connection devices for building sprinkler systems in new and existing buildings shall be
identified by the installation of approved reflective markers or signs installed above the

device in an unobstructed location at approximately 7 feet above grade."
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19.03.903.2.3 Automatic sprinkler systems; Group E.

Delete and add the following:

"Group E. An automatic sprinkler system must be provided throughout all buildings

with Group E occupancies. The use of a firewall or barrier does not establish a separate

building or fire area for purposes of this section.

As determined by the fire official, an automatic fire-extinguishing system approved

under Section 904 shall be installed in a Group E occupancy in accordance with Section

903.2.3 whenever alterations or additions are made to an existing structure containing a

GI‘OUD E occupancy.

Exception. Buildings with Group E occupancies having an occupant load of 49 or fewer.

An automatic sprinkler system must also be provided for every portion of educational
buildings.

Day care uses that are licensed to care for more than five persons between the hours of

10:00 p.m. and 6:00 a.m. must be equipped with an automatic sprinkler system designed

and installed as described in Section 19.03.903.3.1.3 or an equivalent system approved

by the Building Official." (SFM)
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(Serial No. 2009-16(b), § 2, 9-21-2009; Serial No. 2014-19(c), § 3, 7-30-2014, eff. 7-31-2014)

19.10.903.2.8.34 Automatic sprinkler systems; Group R-1.

Add a new subsection as follows:
Health Clinics with Transient Quarters may utilize a 13D sprinkler system throughout
the building; a fire barrier can be utilized to separate the building and utilize a 13R. In
addition, a rental cabin with potable water with stays less than 30 days will be
considered R-1 and will be required to follow this section.

19.10.903.2.8.5 Automatic sprinkler systems; Group R-2.

A new subsection as follows:

An automatic sprinkler system or a residential sprinkler system installed in accordance

with Section 903.3.1.2 must be provided throughout all buildings with a Group R-2 fire
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area that are more than two stories in height, including basements, or that have more
than four dwelling units or 16 sleeping rooms.";

19.10.903.2.11.3 Automatic sprinkler systems; Buildings 55 35 feet or more in

height.

Delete subsection 903.2.11.3, and the Exceptions and add the following:

"903.2.11.3 Buildings over three stories or more than 35 feet in height. An automatic fire
sprinkler system shall be installed throughout all buildings more than three stories in
height or where any portion is more than 35 feet above or below fire department vehicle
access. This requirement shall not affect the sprinkler substitutions in IBC Chapter 5,
General Building Heights and Areas and IBC Chapter 7, Fire Resistance-Rated

Construction."

19.10.903.3.1.1.34 Automatic Ssprinkler Ssystems; Iinspectors test valve.

Add the following subsection:
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903.3.1.1-34 Inspectors Test Valve. A test valve will be installed at the remote area in
both dry and wet systems to equal the required flow of one sprinkler head. In locations

that use floor control valves, the inspector test valve may be collocated where it can be

installed to the exterior or to an interior drain".

19.10.904.11-614.5 Alternative automatic fire-extinguishing systems;
commercial cooking systems; operations and maintenance.
Add the following at the end of the paragraph:

"Persons performing cleaning on grease removal hoods shall be trained on NFPA 96."
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19.10.907.2.1 Fire alarm and detection systems; Group A.
Delete Add exeeption-and-replace-with to first paragraph:

"A manual fire alarm system shall be installed in Group A-2 occupancies with an
occupant load of 100 or more."
19.10.907.2.2 Group B.
Revise by deleting the Exception.

19.10.907.2.3 Fire alarm and detection systems; Group E.

Revise exception 1 by replacing “50” with “49”.

Add a second paragraph after the exceptions to read:

"Rooms used for sleeping or napping purposes within a day care use of a Group E

occupancy must be provided with smoke alarms that comply with the requirements of
section 907.2.11.2." (SFM)
(Serial No. 2009-16(b), § 2, 9-21-2009; Serial No. 2014-19(c), § 3, 7-30-2014, eff. 7-31-2014;
Serial No. 2017-01, § 3, 6-5-2017, eff. 7-6-2017)
Add s second parasraph as follows:
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Kk

19.10.907.2.7.1 Group M.

*kek

Revise by deleting Exception 2.
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ESerbN e 200962021 2009

19.10.Table 1006.2.1 Spaces with one exit or exit access doorway.

Add footnote reference superscript “h” after “R-2” in the “occupancy” column, footnote “h” to

read:

3

‘R-2 buildings without automatic sprinkler system will have a 75 feet maximum

common path of egress travel distance.”(SFM)

19.10.Table 1006.3.4(1) Stories and occupiable roofs with one exit or access to one

exit for R-2 occupancies.

Add footnote reference superscript “d” after “R-2” in the “occupancy” column, footnote “d” to

read:

3

‘R-2 buildings without automatic sprinkler system will have a 75 feet maximum

common path of egress travel distance.”(SFM)

19.10.10071009.6 Areas of refuge.

Add the following sentence:

"Fire department hose connections and valves shall not be located in areas of refuge."
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19.10.1009:81011.6 Stairway landings.
Add thefollowing exception 4 to read:
"2.4  Landings are not required at the top or bottom of stairways accessing non-
habitable building equipment rooms."

19.10.1011.7.1 Stairway construction; stairway walking surface.
Modify exception 2 to add “,.R-3.” after “H”.

19.10.1011.7.2 Stairway construction; outdoor conditions.

Modify the sentence to add “,snow, or ice” after “water”.

19.10.10101012.87.2 Ramp construction; outdoor conditions.

Insert ", snow or ice" after the word "water". (SEM)

KXk

19.10.1021.1 Egress balconies; general.

Add a sentence to read:
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"Exterior exit balconies shall be designed to minimize the accumulation of snow and ice

that impedes the means of egress."

(Serial No. 2014-19(c). § 3. 7-30-2014, eff. 7-31-2014)

19.03.1031.2

Emergency escape and rescue; where required.

Replace this section with the following:

“In addition to the means of egress required by this chapter, provisions shall be made

for emergency escape and rescue openings in sleep rooms in any occupancy type.

Basements and sleeping rooms below the fourth story above grade plane shall have not

fewer than one emergency escape and rescue opening in accordance with this section.

Where basements contain one or more sleeping rooms, an emergency escape and rescue

opening shall be required in each sleeping room, but shall not be required in adjoining
areas of the basement. Such openings shall open directly into a public way or to a yard

or court that opens to a public way, or to an egress balcony that leads to a public way.

Exceptions:

1.

Emergency escape and rescue openings are not required from basements or

sleeping rooms that have an exit door or exit access door that opens directly into

a public way or to a yvard, court or exterior egress balcony that leads to a public

way.

Storm shelters are not required to comply with this section where the shelter is

constructed in accordance with ICC 500.

Within individual dwelling and sleeping units in Groups R-2 and R-3, where the

building is equipped throughout with an automatic sprinkler system installed in
accordance with Section 903.3.1.1, 903.3.1.2 or 903.3.1.3, sleeping rooms in

basements shall not be required to have emergency escape and rescue openings

provided that the basement has one of the following:

3.1. One means of egress and one emergency escape and rescue opening.
3.2.  Two means of egress.”(SFM)
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19.10.3201.2 High-piled combustible storage; permits.

Delete IFC Section 3201.2 and replace with the following:
"A permit shall be required as set forth in 19.01.108315-1."105.5.24
19.10.4102.1 Portable electric space heaters.

Add a new subsection as follows:

4102.2.6 Building greater than 35 feet in height. Portable, electric space heaters shall

not be operated in buildings greater than 35 feet in height.
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4102.1.5 Replace with I occupancy groups and ambulatory care facilities. Portable,

electric space heaters shall not be operated within portions of buildings containing I

occupancies."”
(Serial No. 2009-16(b), § 2, 9-21-2009)

19.10.5001.5 Hazardous materials - general provisions; permits.
Add a new paragraph at the end of the subsection as follows:
"For purposes of storage and transport of hazardous materials at, through or near

marine facilities, NFPA 307-19952021, Standard for the Construction and Fire

Protection of Marine Terminals, Piers and Wharves, shall apply."
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"

19.10.5608.2.3 Fireworks display; permit application; delivery of fireworks.
Add a new subsection as follows:
"5608.2.3. Delivery of fireworks. The delivery of fireworks to locations within this
jurisdiction is prohibited unless the vendor first obtains a license or permit from the

state fire marshal and operates in a manner consistent with AS 18.72 and this section."”

19.10.5703.4 Flammable and combustible liquids; storage; spill control and
secondary containment.
Add the following sentence to the end of the paragraph:
"Dikes shall be constructed as per NFPA Standard 30, Seetion2-3-4-3"
19.10.5704.2.13.1.4 Flammable and combustible liquids; tanks abandoned in place.
Beletettona:
And-aAdd the following to the end of item 3:

"such as sand or concrete."
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KXk

Chapter 19.11 PROPERTY MAINTENANCE CODE
19.11.010 International Property Maintenance Code (IPMC) adopted.

For the purpose of regulating all existing residential and nonresidential structures and all
existing premises, and establishing the minimum requirements and standards for premises,
structures, equipment and facilities for light, ventilation, space, heating, sanitation, protection
from the elements, life safety, safety from fire and other hazards, and for safe and sanitary
maintenance; the responsibility of owners, operators and occupants; and the occupancy of
existing structures and premises in the City and Borough, there is adopted by reference, as the
property maintenance code of the City and Borough, that certain compilation of rules and
regulations prepared by the International Code Council, a nationally recognized technical trade
organization, which compilation is entitled "International Property Maintenance Code, 2012
2024 Edition," (IPMC) and one copy which has been filed in the office of the municipal clerk of
the City and Borough, or places designated by the municipal clerk for public use, inspection
and examination, and which compilation is made a part of this chapter as if fully set forth in
this section, subject only to the enumerated additions, deletions and changes in this chapter.
Tk
19.11.201.3 Definitions; terms defined in other codes.

Delete reference to the International Zoning Code and International Plumbing Code. Insert

"International Existing Building Cede Uniform Plumbing Code" after "International Building
Residential Code".

Kk

19.11.602.3 Heating facilities; heat supply.
Replace the words "during the period from [DATE] to [DATE]" to read:
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"year round"

In Exception 1, replace the words “the locality shall be as indicated in Appendix D of the

International Plumbing Code.” to read:

“Juneau shall be -10° F.”
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19.11. Appendix A Boarding Sstandard.
Adeptedinits-entirety [IPMC Appendix A is hereby adopted.

(Serial No. 2014-19(c), § 11, 7-30-2014, eff. 7-31-2014; Serial No. 2017-01, § 19, 6-5-2017, eff. 7-
6-2017)
19.11. Appendix B Board of appeals.

IPMC Appendix B is not adopted.

Kk

Section 3. Effective Date. This ordinance shall be effective 30 days after its

adoption.
Adopted this 22 day of _September , 2025.
Wo&%k
Beth A. Weldon, Mayor
Attest:

ot iy

Breckan L. Hendricks, Municipal Clerk
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	19.03.100 Administration.
	***
	19.03.202 Definitions.
	19.03.305.2.4  Family child care homes.
	19.03.305.4 Combination shops.
	19.03.308.3 Group I-1.
	19.03.308.4 Group I-2.
	19.03.308.4.1  Child care facility.
	19.03.308.6 Group I-4; day care facilities.
	19.03.308.6.1  Adult care facility.
	19.03.310.6 Residential Group R; R-4.
	19.03.406.3.4 Motor-vehicle-related occupancies; private garages and carports; separation.
	19.03.425 429 Special security requirements for elevated buildings.
	19.03.426 Carbon monoxide detectors and alarms.
	19.03.427 Occupants needing physical assistance.
	19.03.428 Unfinished space.
	19.03.501.23  General building heights and areas; location on property.
	19.03.504.4 Height; daycare facilities.
	19.03.Table 509.1 Incidental uses.
	19.03.Table 602 Fire-resistance rating requirements for exterior walls based on fire separation distance.
	“Adequate cross ventilation must be provided in accordance with Section 1202.2.1.”(SFM)
	19.03.718.4.2  Concealed spaces; draftstopping in attics; Groups R-1 and R-2.
	"The intervening space between any two draft stops or walls shall be designed for adequate cross ventilation in accordance with Section 1203.2." (SFM)
	19.03.806.1 General requirements.
	"or shall be treated by a method approved by the Fire Code Official." (SFM)
	19.03.903.2.3  Automatic sprinkler systems; Group E.
	19.03.903.2.8  Automatic sprinkler systems; Group R.
	19.03.903.2.8.1 Group R-1.
	19.03.903.2.8.2 Group R-2.
	19.03.903.2.8.3 Group R-4.
	(Serial No. 2014‐19(c), § 10, 7‐30‐2014, eff. 7‐31‐2014; Serial No. 2017‐01, § 18, 6‐5‐2017, eff. 7‐6‐2017)
	19.03.903.2.11.1 Automatic sprinkler systems; specific building areas and hazards; stories without openings.
	19.03.903.5 Automatic sprinkler systems; testing and maintenance.
	19.03.903.6 Automatic sprinkler systems; existing buildings; Group E.
	19.03.904.1 Alternative automatic fire-extinguishing systems; general.
	19.03.904.12  Alternative automatic fire-extinguishing systems; water mist systems.
	19.03.906.1 Portable fire extinguishers; where required.
	(Serial No. 2014‐19(c), § 10, 7‐30‐2014, eff. 7‐31‐2014)
	19.03.907.2.3  Fire alarm and detection systems; Group E.
	(Serial No. 2014‐19(c), § 10, 7‐30‐2014, eff. 7‐31‐2014)
	19.03.907.2.6.1  Group I‐1.
	Revise by deleting Exception 1.
	(Serial No. 2014‐19(c), § 10, 7‐30‐2014, eff. 7‐31‐2014)
	19.03.907.2.11 Fire alarm and detection systems; single- and multiple-station smoke alarms.
	19.03.907.2.11.1 Fire alarm and detection systems; single- and multiple-station smoke alarms; where required; Group R-1.
	19.03.907.2.11.2 Fire alarm and detection systems; single- and multiple-station smoke alarms; where required; Groups R-2, R-3, R-4 and I-1.
	19.03.907.2.11.3 5 Fire alarm and detection systems; interconnection.
	19.03.907.7.2  Fire alarm and detection systems; record of completion.
	19.03.909.18  Acceptance tests.
	19.03.910.1 Smoke and heat vents; general.
	19.03.Table 1006.2.1 Spaces with one exit or exit access doorway
	19.03.Table 1006.3.4(1) Stories and occupiable roofs with one exit or access to one exit for R-2 occupancies.
	19.03.10071009.6 Areas of refuge.
	19.03.1008.1.5 Floor elevation.
	Detentions in group B occupancies require a minimum reverse deadbolt and a pass through handle. (SFM)
	19.03.1009.4  Stairways; stairway width.
	19.03.1009.7.2 Stairways; stair treads and risers.
	19.03.1009.811.6 Stairway landings.
	19.03.1009.911.7.1  Stairway construction; stairway walking surface.
	19.03.1009.911.7.2  Stairway construction; outdoor conditions.
	19.03.10101012.78.2  Ramp construction; outdoor conditions.
	19.03.1015.2.2 Three or more exits or exit access doorways.
	19.03.Table 1018.120.2 Corridors; construction fire resistant rating.
	19.03.10191021.1 Egress balconies; general.
	19.03.1021.2  Number of exists and exit configuration; exits from stories.
	19.03.1029.6  Replacement emergency escape and rescue windows.
	19.03.1103.2.16 Accessibility; scoping requirements; general exceptions.
	19.03.1103.2.17 15 Temporary structures.
	19.03.1104.1  Accessible route; site arrival points.
	19.03.1106.6  Accessibility; parking and passenger loading facilities; location.
	19.03.1203.1  Interior environment; ventilation; general.
	19.03.1203.2.1 Openings into attic.
	19.03.1203.4.2 Ventilation; contaminants exhausted.
	19.03.1204.1  Temperature control; equipment and systems.
	19.03.1207.1  Sound transmission; scope.
	19.03.1301 Energy efficiency; general; scope.
	19.03.1504.9  Roof assemblies and rooftop structures; performance requirements; sliding snow and ice.
	19.03.1607.9.312.5  Live loads; impact loads; gGeophysical hazard and snow impact loads.
	19.03.1607.12.2.114.1 Roof loads; ordinary roof, awnings, and canopies.
	19.03.1608.1.1 Snow loads; flat roof snow loads.
	19.03.1608.2  Snow loads; ground snow loads.
	19.03.1609.3  Basic wind speed.
	19.03.Figure 1609 Basic Wind Speed (3-Second Gust).
	19.03.1610.1  Soil lateral load.
	19.03.1612.2  Flood loads; definitions.
	19.03.1612.3  Flood loads; establishment of flood hazard areas.
	19.03.1612.5  Flood hazard documentation.
	19.03.1803.5.2 Geotechnical investigations; questionable soil.
	19.03.1805.1  Dampproofing and waterproofing; general.
	19.03.1809.5  Shallow foundations; frost protection.
	19.03.1809.12 Timber footings.
	19.03.2703 Electrical; meters.
	19.03.2308.2.3 Conventional light-frame construction; limitations; allowable loads.
	19.03.2308.8.8 11 Conventional light-frame construction; floor joists framing; rim joists.
	19.03.2308.8.9 12 Conventional light-frame construction; floor joists framing; vapor retarder.
	19.03.2308.10.1 Conventional light-frame construction; rRoof and ceiling framing; wind uplift.
	19.03.Table 2902.1  Plumbing systems; minimum number of required plumbing fixtures.
	19.03.2902.2.1 Plumbing systems; separate facilities; family or assisted-use toilet facilities serving as separate facilities.
	19.03.2902.3.2 3 Plumbing systems; location of toilet facilities in occupancies other than covered mall buildings.
	19.03.2902.6 8 Plumbing systems; unoccupied storage occupancies.
	***
	19.03.3401.3  Existing structures; compliance with other codes.
	19.03.3401.7  Existing structures; general; fire hazard in existing non-high rise structures.
	19.03.3409.2  Historic buildings; flood hazard areas.
	19.03.3410.1  Moved structures.
	19.03.3411.1  Accessibility for existing buildings; scope.
	19.03.3412.2  Compliance alternatives; applicability.
	19.03.Chapter 35 Referenced standards. (SFM)
	19.03.Appendix A  Employee qualifications.
	19.03.Appendix B  Board of appeals.
	19.03.Appendix C  Group U - Agricultural buildings.
	19.03.Appendix D  Fire districts.
	19.03.Appendix E  Supplementary site accessibility requirements.
	19.03.Appendix F  Rodent proofing.
	19.03.Appendix G  Flood resistant construction.
	19.03.Appendix H  Signs.
	19.03.Appendix I  Patio covers.
	19.03.Appendix J  Grading.
	19.03.Appendix K  ICC Electrical Code Administrative provisions.
	Chapter 19.04 RESIDENTIAL CODE
	***
	19.04.R010.1  Adoption of residential code.
	19.04.R010.2  Other codes applicable to one- and two-family dwellings.
	19.04.R010.3  Applicability.
	One- and two-family dwellings are not required to meet the requirements of the building, electrical, mechanical or fuel gas codes except as specifically required in CBJ 19.04.
	(Serial No. 2009-16(b), § 2, 9-21-2009)
	19.04.R010.4  Unfinished space.
	19.04.R100 Accessibility Administration.
	19.04.R202 General building definitions.
	19.04.Table_R301.2(1) Climatic and geographic design criteria.
	19.04.R301.6  Roof load.
	19.04.R301.9  Geophysical hazards.
	19.04.R302.1.1 Fire-resistant construction; exterior walls; location on property.
	19.04.R302.2  Fire-resistant construction; townhouse.
	19.04.R306.1.7 Protection of water supply and sanitary sewage systems.
	19.04.R306.2.1 Flood-resistant construction; flood hazard areas (including A Zones); elevation requirements.
	19.04.R306.3.2 Flood-resistant construction; coastal high-hazard areas (including V Zones and coastal A zones, where designated); elevation requirements.
	19.04.R303.925.8 Required heating.
	19.04.R307R327.1 Toilet, bath, and shower spaces; space required.
	19.04.R310.1  Emergency escape and rescue openings.
	19.04.R310.6  Replacement of existing nonconforming windows required for emergency escape and rescue.
	19.04.R311.9  Ladders.
	19.04.R314.3  Smoke alarms; location.
	19.04.R315.1  Carbon monoxide alarms.
	19.04.R317.1  Protection of wood and wood based productions against decay; location required.
	19.04.R319.3  Protection against decay; fasteners.
	Delete the first exception.
	(Serial No. 2009-16(b), § 2, 9-21-2009)
	19.04.R320 Accessibility.
	19.04.R322.1.7 Protection of water supply and sanitary sewage systems.
	19.04.R322.1.9 Flood-resistant construction; general; manufactured homes.
	19.04.R322.2.1 Flood-resistant construction; flood hazard areas (including A Zones); elevation requirements.
	19.04.R322.3.2 Flood-resistant construction; coastal high-hazard areas (including V Zones); elevation requirements.
	19.04.R401.1  Foundations; application.
	19.04.R403.1.1 Footings; minimum size.
	19.04.R403.3  Frost protected shallow foundations.
	19.04.R406.1  Concrete and masonry foundation dampproofing.
	19.04.R408.5  Removal of debris.
	19.04.R408.6  Finished grade.
	19.04.R502.14 15 Floors; wood floor framing; rim joists.
	19.04.R502.15 16 Conventional light-frame construction; floor joists; vapor retarder.
	19.04.R602.3.1 Wood wall framing; stud size, height and spacing.
	19.04.Table_R602.3(5) Size, height and spacing of wood studs.
	19.04.R602.10 Wall bracing.
	19.04.R602.11 Wall anchorage.
	19.04.R703.2  Water resistive barrier.
	19.04.R703.3.2.5.3 Horizontal siding.
	9.04.R802.3 .4.2 Framing details.
	19.04.R802.10.2 Trusses.
	19.04.R802.11.1 Roof tie-down; uplift resistance.
	19.04.R905.7.1.1 Requirements for roof coverings; wood shingles; Solid sheathing required.
	19.04R.905.8.1.1 Requirements for roof coverings; wood shakes; Solid sheathing required.
	19.04.N1101.10 Climate zones.
	19.04.N1102.2.10 Energy efficiency; building thermal envelope; crawl space walls.
	19.04.N1103.3 Energy efficiency; mechanical systems.
	19.04.Table M1306.2.2 Clearances, in inches with specified forms of protection.
	19.04.M1502.1 Clothes dryer exhaust; general; outdoor discharge.
	19.04.M1506.2 Exhaust ducts; bathroom, laundry room, kitchen, HRV and listed exhaust ducts.
	19.04.M1601.4.1 Duct construction; installation, joints, seams, and connections.
	19.04.M2101.11 Hydronic piping systems installation; occupant protection.
	19.04.G2413.3 Pipe sizing; sizing.
	19.04.G2414.10.1 Pipe joints.
	19.04.G2414.10.2 Tubing joints.
	19.04.G2414.10.49.5  Metallic fittings.
	19.04.G2427.8 Venting system location terminal clearances.
	19.04.Part VIII Electrical.
	19.04.Appendix A  (IFGS) Sizing and capacities of gas piping.
	19.04.Appendix B  (IFGS) Sizing of venting systems serving appliances equipped with draft hoods, category I appliances, and appliances listed for use and type B vents.
	19.04.Appendix C  (IFGS) Exit terminals of mechanical draft and direct-vent venting systems.
	19.04.Appendix D  (IFGS) Recommended procedure for safety inspection of an existing appliance installation.
	19.04.Appendix E  Manufactured housing used as dwellings.
	19.04.Appendix F  Radon control methods.
	19.04.Appendix G  Swimming pools, spas and hot tubs.
	19.04.Appendix H  Patio covers.
	19.04.Appendix CH  Private Sewage Disposal.
	19.04.Appendix J  Existing buildings and structures.
	19.04.AJ102.5 Appendix J Existing building and structures; compliance; flood hazard areas.
	19.04.AJ201.1 Appendix J Existing building and structures; definitions.
	19.04.Appendix K  Sound transmission.
	19.04.Appendix L  Permit Fees.
	19.04.Appendix M  Home Day care R-3 occupancy.
	19.04.Appendix N  Venting methods.
	19.04.Appendix O  Gray water recycling systems.
	19.04.Appendix P  Sprinkling.
	19.04.Appendix Q  ICC International Residential Electrical Provisions/National Electrical Code cross reference.
	19.04.Appendix CA  Sizing and capacities of gas piping.
	19.04.Appendix CB  Sizing of venting systems serving appliances equipped with draft hoods, category I appliances, and appliances listed for use and type B vents.
	19.04.Appendix CC  Recommended procedure for safety inspection of an existing appliance installation.
	19.04.Appendix CD  Piping standards for various applications.
	IRC Appendix CD in not adopted.
	19.04.Appendix CE  Venting methods.
	19.04.Appendix CH  Private sewage disposal.
	IRC Appendix CH is not adopted.
	Chapter 19.05 EXISTING BUILDING CODE
	19.05.010 International Existing Building Code (IEBC) adopted.
	19.05.702.4 Alterations - level 1; materials and methods.
	19.05.7087 Alterations - level 1; energy conservation.
	19.05.810.1 Alterations - level 2; plumbing; minimum fixtures.
	19.05.80911 Alterations - level 2; energy conservation.
	19.05.9078 Alterations - level 3; energy conservation.
	19.05.10.0910.1 Change of occupancy; plumbing; increased demand Plumbing.
	19.05.1012.8  Change of occupancy; change of occupancy classification; accessibility.
	19.05.1401.2  Performance compliance methods; applicability.
	19.05 Appendix A  Guidelines for the seismic retrofit of existing buildings.
	19.05 Appendix B  Supplementary accessibility requirements for existing buildings and facilities.
	Chapter 19.06 PLUMBING CODE
	19.06.1.010 Uniform Plumbing Code (UPC) adopted.
	19.06.1.312.1  Protection of piping, materials, and structures.
	19.06.1.312.7  Protection of piping, materials and structures.
	19.06.1.422.0  Minimum number of required fixtures.
	19.06.1.507.5  Relief valve discharge.
	19.06.1.Table 604.1  Materials for building supply and water distribution piping and fittings.
	19.06.1.604.2  Materials; copper or copper alloy tube.
	19.06.1.608.5  Discharge piping
	19.06.1.608.7  Vacuum relief valves.
	19.06.1.609.3(2) Installation; under concrete slab.
	19.06.1.701.12(2) Drainage; piping.
	19.06.1.701.12(7) Drainage; piping.
	19.06.1.710.3(3) Sanitary drainage; drainage of fixtures located below the next upstream manhole or below the main sewer level; sewage ejector pumps.
	19.06.1.801.3  Bar and fountain sink traps.
	19.06.1.811.9  Chemical wastes.
	19.06.1.903.1(2) Vents; materials; applicable standards.
	19.06.1.908.2  Horizontal wet venting for bathroom groups.
	19.06.1.1002.2 Horizontal lengths of trap arms.
	19.06.1014.0  Grease interceptors.
	19.06.1.1014.1 Grease interceptors; general. Modify the first sentence to read:
	19.06.1.1101.5.1 Subsoil drains; discharge.
	19.06.1.1101.6 7 Building subdrains.
	19.06.1.1101.1112.1  Primary roof drainage.
	19.06.1.1101.1112.2.2 Secondary roof drains.
	19.06.1.1101.1112.2.2(b).2  Combined systems.
	19.06.1.11081105.0  Controlled-flow roof drainage.
	19.06.1.Chapter 12  Fuel gas piping.
	19.06.1.1316.9 Materials.
	19.06.1.Chapter 145 Firestop protection.
	19.06.1.Chapter 16 Gray water systems.
	19.06.1.UPC Appendix A  Recommended rules for sizing the water supply system.
	19.06.1.UPC Appendix B  Explanatory notes on combination waste and vent systems.
	19.06.1.UPC Appendix C  Alternate plumbing systems.
	19.06.1.UPC Appendix D  Sizing stormwater drainage systems.
	19.06.1.UPC Appendix E  Manufactured/mobile home parks and recreational vehicle parks.
	19.06.1.UPC Appendix K  Private sewage disposal Potable rainwater catchment systems.

	Chapter 19.07 MECHANICAL CODE
	19.07.010 International Mechanical Code (IMC) adopted.
	Delete the words “fuel gas distribution and equipment,”(SFM)
	19.07.303.3 Prohibited locations.
	19.07.304.9 Clearances to combustible construction.
	19.07.Table 304.9 Clearances, in inches with specified forms of protection.
	19.07.308.12  Clearance reduction; steam and hot-water pipes.
	19.07.403.3 Outdoor airflow rate.
	19.07.Table 403.3 Minimum ventilation rates.
	19.07.501.3 Exhaust discharge.
	19.07.504.1 Clothes dryer exhaust; installation.
	19.07.505.1 Domestic kitchen exhaust equipment; domestic systems.
	19.07.511.1 Dust, stock and refuse conveying systems.
	19.07.603.1 Duct construction and installation; general.
	19.07.604.1 Duct systems; insulation; general.
	Add exception:
	“Exception: Filters may be installed downstream of any heat exchanger or coil when environmental conditions are such that filters installed upstream of a heat exchanger or coil degrade system performance.(SFM)
	19.07.802.3 Chimney and vents; installation.
	19.07.804.1 Direct-vent terminations.
	19.07.907.1 Incinerators and crematories; general
	19.07.92129.1 Unvented Vented room heaters.
	19.07.1001.1  Boilers, water heaters and pressure vessels; scope.
	19.07.1006.7  Boilers, water heaters and pressure vessels; boiler safety devices.
	19.07.Table 10A Controls and limit devices for automatic boilers.
	In IMC Chapter 10, add a new Table 10A, as follows:
	19.07.1105.3  Machinery room, general requirements; refrigerant detector.
	19.07.1204.2  Hydronic piping; pipe insulation; required thickness.
	19.07.1305.2.1 Fuel oil system installation; flood hazard.
	19.07.1401.1  Solar systems; general.
	19.07.Chapter 15 Referenced standards.
	19.07. IMC_Appendix A Combustion air openings and cChimney connector pass-throughs.
	19.07. IMC_Appendix B Recommended permit fee schedule.

	Chapter 19.08 ELECTRICAL CODE
	19.08.010 National Electrical Code (NEC) adopted.
	19.08.100(1) Definitions, general.
	19.08.210.19(A)(4) Branch-circuit ratings; other loads.
	19.08.210.19(A)(5) Branch-circuit ratings; water heaters.
	19.08.225.31(B)2 Outside branch circuits and feeders; location.
	19.08.230.28  Overhead service-drop conductors; service masts as supports.
	19.08.334.14  Nonmetallic-sheathed cable: Types NM, and NMC, and NMS; abandoned cables.

	Chapter 19.09 FUEL GAS CODE
	19.09.010 International Fuel Gas Code (IFGC) adopted.
	19.09.101 Administration, general.
	19.09.202 General definitions.
	19.09.306.4 Appliances under floors.
	19.09.403.109.1 Pipe joints.
	19.09.403.109.2 Copper tTubing joints.
	19.09.403.10.49.5 Metallic fittings.
	19.09.404.20 21 Piping system installation; frost heave.
	19.09.404.2122 Piping system installation; flex connectors.
	19.09.404.22 23 Piping system installation; mobile homes.
	19.09.409.5.2  Vented decorative appliances and room heaters.
	19.09.409.5.3  Located at manifold.
	19.09.501.7 Connection to fireplace.
	19.09.503.8 Venting system termination location.
	19.09. Appendix A  (IFGS) Sizing and capacities of gas piping.
	19.09. Appendix B  (IFGS) Sizing of venting systems serving appliances equipped with draft hoods, category I appliances, and appliances listed for use with type B vents.
	19.09.AppendixC (IFGS) Exit terminals of mechanical draft and direct-vent venting systems.
	19.09. Appendix CD (IFGS) Recommended procedure for safety inspection of an existing appliance installation.

	IFGC Appendix D is not adopted.
	Chapter 19.10 FIRE CODE
	19.10.010 International Fire Code (IFC) adopted.
	19.10.101.1 Accessibility.
	19.10.105 Permits.
	19.10.202 Definitions.
	19.10.308.1 Open flame.
	19.10.311.5 Vacant premises; placards.
	19.10.405.10  Emergency evacuation drills; false alarms.
	19.10.405.11  Emergency evacuation drills; occupants needing physical assistance. (SFM)
	19.10.407.1  Hazard communication; general.
	19.10.408.3.5  Use and occupancy-related requirements; (Group E, I, and R-2 college and university buildings); false alarms.
	19.10.501.2 Fire service features; general; permits.
	19.10.501.3 Fire service features; general; construction documents.
	19.10.503.1.1  Fire apparatus access roads; buildings and facilities.
	19.10.507.6 Fire protection water supplies; damage protection.
	19.10.603.3.1  Fuel fired appliances; maximum outside fuel oil storage above ground.
	19.10.4102605.10 Portable electric space heaters.
	19.10.703.2.3.1 Door operation; operation.
	19.10.901.4.1.1 Fire protection systems; installation; required fire protection systems; licenses.
	19.10.901.4.7.5 Fire protection systems; installation; marking of fire protection equipment and fire hydrants.
	19.10.901.5 Fire protection systems; installation acceptance testing.
	19.10.901.6.2.2 Fire protection systems; inspection, testing and maintenance; records; reports.
	19.10.901.6.4  Fire protection systems; inspection, testing and maintenance; certification of operable systems.
	19.10.903.2.1.2 Automatic sprinkler systems; Group A-2.
	19.03.903.2.3  Automatic sprinkler systems; Group E.
	(Serial No. 2009-16(b), § 2, 9-21-2009; Serial No. 2014-19(c), § 3, 7-30-2014, eff. 7-31-2014)
	19.10.903.2.3  Automatic sprinkler systems; Group E.
	19.10.903.2.8  Automatic sprinkler systems; Group R.
	19.10.903.2.8.34 Automatic sprinkler systems; Group R-1.
	19.10.903.2.8.5 Automatic sprinkler systems; Group R-2.
	19.10.903.2.11.3 Automatic sprinkler systems; Buildings 55 35 feet or more in height.
	19.10.903.3.1.1.2 Automatic sprinkler systems; elevator hoistways and machine rooms.
	19.10.903.3.1.1.34 Automatic Ssprinkler Ssystems; Iinspectors test valve.
	19.10.903.3.6  Automatic Sprinkler Systems - Hose threads.
	19.10.903.3.7  Fire department connections.
	19.10.903.4.2  Automatic sprinkler systems; alarms.
	19.10.903.6.1  Automatic sprinkler systems; existing buildings; educational occupancies.
	19.10.904.11.614.5  Alternative automatic fire-extinguishing systems; commercial cooking systems; operations and maintenance.
	19.10.905.1 Standpipe systems; general.
	19.10.906.1 Portable fire extinguishers; where required.
	19.10.907.1.2  Fire alarm and fire detection systems; fire alarm shop drawings.
	19.10.907.1.4  Fire alarm and detection systems; licenses.
	19.10.907.2.1  Fire alarm and detection systems; Group A.
	19.10.907.2.2  Group B.
	19.10.907.2.3  Fire alarm and detection systems; Group E.
	19.10.907.2.3  Fire alarm and detection systems; Group E.
	19.10.907.2.7.1 Group M.
	19.10.907.2.10.1 Group R-4; Manual fire alarm systems.
	19.10.907.2.11.2 Fire alarm and detection systems; single- and multiple-station smoke alarms; Where required - new buildings and structures; Groups R-2, R-3, R-4 and I-1.
	19.10.909.18  Smoke control systems; acceptance testing.
	19.10.1002.1  Definitions.
	19.10.Table 1006.2.1 Spaces with one exit or exit access doorway.
	19.10.Table 1006.3.4(1) Stories and occupiable roofs with one exit or access to one exit for R-2 occupancies.
	19.10.10071009.6 Areas of refuge.
	19.10.1008.1.5 Floor elevation.
	19.10.1009.0  Stairways; scope.
	19.10.1009.41011.2  Stairway width.
	19.10.1009.7.21011.5 Stairways; stair treads and risers; riser height and tread depth.
	19.10.1009.81011.6  Stairway landings.
	19.10.1011.7.1 Stairway construction; stairway walking surface.
	19.10.1011.7.2 Stairway construction; outdoor conditions.
	19.10.1009.9.2 Stairway construction; outdoor conditions.
	19.10.1009.13 Alternating tread devices.
	19.10.10101012.87.2  Ramp construction; outdoor conditions.
	19.10.1021.1  Egress balconies; general.
	19.10.1029.1031.21  Emergency escape and rescue; general.
	19.10.1029.61031.7  Replacement emergency escape and rescue windows.
	19.10.3201.2  High-piled combustible storage; permits.
	19.10.4102.1  Portable electric space heaters.
	19.10.5001.5  Hazardous materials - general provisions; permits.
	19.10.5601.1.3 Explosives and fireworks; general; fireworks.
	19.10.5608.2  Fireworks display; permit application.
	19.10.5608.2.3 Fireworks display; permit application; delivery of fireworks.
	19.10.5608.6.1 Fireworks display; installation of mortars; mortar construction.
	19.10.5703.4  Flammable and combustible liquids; storage; spill control and secondary containment.
	19.10.5704.2.13.1.4 Flammable and combustible liquids; tanks abandoned in place.
	19.10.5801.3 Flammable gases; general; plan review.
	19.10.Chapter 80 Referenced standards; NFPA.
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