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AOB CANOPY  LAYOUT TABLEAOB CANOPY  LAYOUT TABLEAOB CANOPY  LAYOUT TABLEAOB CANOPY  LAYOUT TABLEAOB CANOPY  LAYOUT TABLE
COLUMN 
(CENTER)

STATION OFFSET TOP OF 
FOOTING 

ELEVATION

FINISHED 
GRADE AT 

CENTERLINE 
COLUMN

A 12+85.86’ 34.33 LT 67.22 68.72
B 12+99.86’ “ 68.69 70.19
C 13+13.86’ “ 70.17 71.67
D 13+27.86’ “ 71.72 73.22
E 13+41.86’ “ 72.79 74.29
F 13+59.86’ “ 74.26 75.76
G 13+73.86’ “ 75.53 77.03
H 13+87.86’ “ 77.04 78.54
I 14+01.86’ “ 78.56 80.06
J 14+15.86’ “ 79.85 81.35

NOTE:  BASED ON ASSUMED 36” TO BOTTOM OF FOOTING FROM FINISHED 
GRADE
NOTE:  BASED ON ASSUMED 36” TO BOTTOM OF FOOTING FROM FINISHED 
GRADE
NOTE:  BASED ON ASSUMED 36” TO BOTTOM OF FOOTING FROM FINISHED 
GRADE
NOTE:  BASED ON ASSUMED 36” TO BOTTOM OF FOOTING FROM FINISHED 
GRADE
NOTE:  BASED ON ASSUMED 36” TO BOTTOM OF FOOTING FROM FINISHED 
GRADE
NOTE:  BASED ON ASSUMED 36” TO BOTTOM OF FOOTING FROM FINISHED 
GRADE
NOTE:  BASED ON ASSUMED 36” TO BOTTOM OF FOOTING FROM FINISHED 
GRADE
NOTE:  BASED ON ASSUMED 36” TO BOTTOM OF FOOTING FROM FINISHED 
GRADE
NOTE:  BASED ON ASSUMED 36” TO BOTTOM OF FOOTING FROM FINISHED 
GRADE
NOTE:  BASED ON ASSUMED 36” TO BOTTOM OF FOOTING FROM FINISHED 
GRADE

PLAN GENERAL NOTES:

1. COORDINATE STEEL DIMENSIONS WITH
STRUCTURAL

2. FIELD VERIFY (E) SITE CONDITIONS

KEY NOTES

 CONTINUOUS GUTTER, PAINT

 STRUCTURAL SUPPORT COLUMN, PAINT

 DOWN SPOUT LOCATION

 EXPOSED STRUCTURE, PAINT

 GLASS CANOPY SECTION

 SOLID WOOD SOFFIT CANOPY SECTION



1

2

3

4

5

6

N

1 CANOPY ELEVATION VIEW
0 4' 8' 16'

2 CANOPY PLAN VIEW
0 4' 8' 16'

38
CANOPY PLAN AND ELEVATION A.1O1
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1

CANOPY GLASS

GUTTER

1/8" STEEL PLATE
CANOPY DECK

STEEL SUPPORT STRUCTURE
BELOW

1 7/32"

1/2"

VA
R

IE
S

1x6 CLEAR SPRUCE SOFFIT CONT FULL WIDTH
OF CANOPY - GAP 3/8" AND FASTEN TO HAT CHANNEL
FINISH ALL 4 SIDES PRIOR TO INSTALLATION

7/8" GALV HAT CHANNELS- ATTACH TO BACK
OF EA WOOD SOFFIT PLANK 5/8" #8 SS WD SCREW
PACED 24" O.C. NO LESS (4) PER PLANK

PERIMETER STRUCTURE

1/8" STEEL PLATE, PAINT
FULL PERIMETER WELD

LIGHT GUAGE METAL FRAME TO
SUPPORT WOOD SOFFIT

2 1/2" ' X 4'" STL GUTTER AND DOWNSPOUT
TO BE MECHANICALLY FASTENED, PAINTED

EXTEND STL PLATE, PROFILE
TO PROVIDE DRIP EDGE
TO GUTTER

GUTTER SLOPES 1/8" PER 12"
NEOPRENE GASKET
TO SEAL GUTTER TO STRUCTURE

GRID

7/8"

1x6 CLEAR SPRUCE SOFFIT CONT FULL WIDTH
OF CANOPY - GAP 3/8" AND FASTEN TO HAT CHANNEL
FINISH ALL 4 SIDES PRIOR TO INSTALLATION

7/8" GALV HAT CHANNELS- ATTACH TO BACK
OF EA WOOD SOFFIT PLANK 5/8" #8 SS WD SCREW
PACED 24" O.C. NO LESS (4) PER PLANK

PERIMETER STRUCTURE

1/8" STEEL PLATE, PAINT
FULL PERIMETER WELD

LIGHT GUAGE METAL FRAME TO
SUPPORT WOOD SOFFIT

STEEL SUPPORT STRUCTURE

1x6 CLEAR SPRUCE SOFFIT CONT FULL WIDTH
OF CANOPY - GAP 3/8" AND FASTEN TO HAT CHANNEL
FINISH ALL 4 SIDES PRIOR TO INSTALLATION

7/8" GALV HAT CHANNELS- ATTACH TO BACK
OF EA WOOD SOFFIT PLANK 5/8" #8 SS WD SCREW
PACED 24" O.C. NO LESS (4) PER PLANK

PERIMETER STRUCTURE

1/8" STEEL PLATE, PAINT
FULL PERIMETER WELD

STEEL JOIST FRAMING

7/8" GALV HAT CHANNELS- ATTACH TO BACK
OF EA WOOD SOFFIT PLANK 5/8" #8 SS WD SCREW
SPACED 24" O.C. NO LESS (4) PER PLANK

1x6 CLEAR SPRUCE SOFFIT CONT FULL WIDTH
OF CANOPY - GAP 3/8" AND FASTEN TO HAT CHANNEL
FINISH ALL 4 SIDES PRIOR TO INSTALLATION

1/8" STEEL PLATE, PAINT
FULL PERIMETER WELD

STEEL JOIST FRAMING

END SUPPORT STRUCTURE

STEEL SUPPORT BEAM, PAINT

GRID
1 ENLARGED PLAN - SOLID CANOPY

0 1' 2' 4'

2 SECTION AT BACK EAVE
0 3'' 6'' 9'' 3 SECTION AT FRONT EAVE

0 3'' 6'' 9''
4 SECTION AT RAKE EDGE

0 3'' 6'' 9'' 5 SECTION AT SUPPORT BEAM
0 3'' 6'' 9''

40
SOLID CANOPY DETAILS A.1O3



DEPARTMENT OF ENGINEERINGDRAWN BY: DESIGNED BY: 44
of

SHEET NO.

JOB NO: J70456

MAIN STREET IMPROVEMENTS
SECOND TO FIFTH STREET

CONTRACT NO. E12-167

S
:\L

IB
\J

70
45

6 
U

pp
er

 M
ai

n\
05

0 
D

es
ig

n 
D

ra
w

in
gs

\C
3D

\X
R

E
FS

\X
R

E
F 

B
O

R
D

E
R

 F
O

R
 A

D
D

 A
LT

.d
w

g 
  -

--
-

--
-- JFSB CHECKED BY:

ADDITIVE ALTERNATE ONE

JFSB JFSB

32'-0"

2'-0" 2'-0"2'-2"

32'-4"

2'-0" 2'-2"

8'
-6

"
1'

-6
"

2"
1"

10
'-3

"

E F

TYP

1

EDGE OUTSIDE
GLAZING

2
A

.104
3

A
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4
A.104

CANOPY GLASS

GUTTER

METAL CLOSURE STRIP

STEEL SUPPORT BEAM BELOW
STEEL SUPPORT COLUMN
BELOW

PERIMETER SUPPORT
BEAM

PERIMETER SUPPORT
BEAM

1"

-

PERIMETER STRUCTURE

NEOPRENE GLAZING GASKET
CANOPY GLAZING PANEL MOUNTED DIRECTLY TO INTERMEDIATE
STEEL STRUCTURE WITH 2" CLOSURE

MTL GUTTER- MECH FASTENED

VARIES, GUTTER SLOPES
1/8" PER 12"

NEOPRENE GASKET
TO SEAL GUTTER TO STRUCTURE

2"

PERIMETER STRUCTURE

CANOPY GLAZING MOUNTED DIRECTLY TO INTERMEDIATE
STEEL STRUCTURE WITH 2"  CLOSURE

NEOPRENE GLAZING GASKET

2'-0"

2"

CANOPY SUPPORT STRUCTURE

NEOPRENE GLAZING GASKET

2" X 3/16" STL PLATE W/
PRE-DRILLED HOLE FOR SS
FASTNERS

EXTEND GLAZING PAST

2" X 3/16" STL PLATE W/
PRE-DRILLED HOLE FOR SS

FASTNERS
NEOPRENE GLAZING GASKET

3" X 1/4" SS FASTENERS
AT 12" O.C., TYP

GLAZING GASKET GASKET

PRE-DRILL3/4" DIA HOLES W/
GASKET BUSHINGS TO MATCH

FASTENER LOCATIONS -

3" X 1/4" SS FASTENERS
AT 8" O.C., TYP

1 ENLARGED PLAN - GLASS CANOPY
0 1' 2' 4'

2 SECTION AT BACK EAVE
0 3'' 6'' 9'' 3 SECTION AT FRONT EAVE

0 3'' 6'' 9''

4 SECTION AT RAKE AND FIELD
0 3'' 6'' 9''
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GLASS CANOPY DETAILS A.1O4



DEPARTMENT OF ENGINEERINGDRAWN BY: DESIGNED BY: 44
of

SHEET NO.

JOB NO: J70456

MAIN STREET IMPROVEMENTS
SECOND TO FIFTH STREET

CONTRACT NO. E12-167

S
:\L

IB
\J

70
45

6 
U

pp
er

 M
ai

n\
05

0 
D

es
ig

n 
D

ra
w

in
gs

\C
3D

\X
R

E
FS

\X
R

E
F 

B
O

R
D

E
R

 F
O

R
 A

D
D

 A
LT

.d
w

g 
  -

--
-

--
-- JFSB CHECKED BY:

ADDITIVE ALTERNATE ONE

JFSB JFSB

2
A.103

3
A.103

8'-6"1'-6"

10'-0"

3'-0"

3'
-0

"

EL.

WOOD SOFFIT AT CANOPY

T.S. BEAM AT PERIMETER

T.S. BEAM

CONCRETE FOUNDATION

STEEL EMBEDMENT PLATE

SIDEWALK EDGING
SEE LANDSCAPE

SIDEWALK PAVING
SEE LANDSCAPING

T.S. COLULMN

GUTTER - MECH FASTENED

CONCRETE FOOTINGS TO BE
CONSTRUCTED AS A PHASE 1
BASE BID ITEM, (TYP)

LIGHT FIXTURE, SEE ELEC FOR
FIXTURE

4 % SLOPE

1

TY
P.

2
A.104

3
A.104

8'-6"1'-6"

10'-0"

3'-0"

3'
-0

"

EL.

CONCRETE FOUNDATION

STEEL EMBEDMENT PLATE

CONC EDGING,
SEE LANDSCAPE

SIDEWALK PAVING
SEE LANSCAPING

TEMPERED GLAZING AT ROOF
T.S. PERIMETER FRAME

STEEL BEAM

T.S. SUPPORT FRAME

T.S. COLULMN

LIGHT FIXTURE, SEE ELEC FOR
FIXTURE

CONCRETE FOOTINGS TO BE
CONSTRUCTED AS A PHASE 1
BASE BID ITEM, (TYP)

4 % SLOPE

1

TY
P.

1 WOOD SOFFIT CANOPY SECTION
0 1' 2' 3' 2 GLASS CANOPY SECTION

0 1' 2' 3'

39
CANOPY CROSS SECTIONS A.1O2


	A 101 AOB FREE-STANDING CANOPY 
	A 103 AOB - FREE STANDING SOLID
	A 104 AOB - FREE STANDING GLASS
	A102 AOB CANOPY CROSS SECTION _



