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VARIES (SEE PLAN)
EXISTING CURB AND GUTTER

2" MINUS SHOT ROCK

BORROW/D-1
2-1/2" AC PAVEMENT‘\ \
\
' \

EXISTING DRAINAGE
DITCH

EXCAVATION
LIMITS

- TYPICAL SECTION

NTS

_ AC PAVEMENT : .
NISHED ROADWAY SURFACE GENERAL NOTES:
2° MINUS SHOT ROCK

BORROW/D-1 \ . 1. ALL ASPHALT PAVEMENT TO BE REMOVED AND DISPOSED OF SHALL BE
2-1/2" AC PAVEMENTA\
Y

PROPERLY DELIVERED TO A STOCKPILE AREA AT THE LEMON CREEK CITY PIT TO

BE DESIGNATED BY THE ENGINEER. CONTACT THE ENGINEER FOR THE EXACT
LOCATION OF THE STOCKPILE.

- ==

2. THE CONTRACTOR SHALL NOT STORE MATERIALS OR EQUIPMENT OR OPERATE
2—INCH MINUS SHOT EQUIPMENT WITH ITS TRACKS OR WHEELS PLACED ON ADJACENT PROPERTY,
/ ROCK/BASE COURSE WTHOUT WRITTEN APPROVAL OF THE PROPERTY OWNER.
6"PVC UNDERDRAIN

3, WORK ON THIS PROJECT SHALL START NO EARLIER THAN JUNE STH 2016.
CONTRACTOR SHALL COORDINATE WITH THE AQUATICS CENTER MANAGER FOR
SCHEDULING PRIOR TO CONSTRUCTION.

CAP END

2—INCH MINUS
SHOT ROCK

6 INCH PERFORATED PIPE

*ADJUST DEPTH AS REQUIRED TO MAINTAIN 1% MINIMUM GRADIENT

6 INCH CPP UNDERDRAIN
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NOTES:

EXISTING CURB AND GUTTER :—\

EXISTING PAVED PARKING

EDGE OF 2-1/2°

A.C. PAVEMENT —\
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LOCATE 8"CPP (UD)
AT DETERMINED
LOW POINT
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EXISTING ROCK BARRIER

1. PAVEMENT LIMITS SHOWN ARE APPROXIMATE ONLY. CONTRACTOR SHALL VERIFY
LIMITS WITH THE ENGINEER PRIOR TO CONSTRUCTION.
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EDGE OF 2-1/2"
A.C. PAVEMENT
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Revisions

Description

Prepared by:

CITY AND BOROUGH OF JUNEAU
Y ALASKA’S CAPITAL CITY

0 20

10

APPROXIMATE SCALE IN FEET

IMPROVMENTS

AQUATIC CENTER PAVING

PLAN 3.
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